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INFORMATION

EMC (2004/108/EC) and LVD (2006/95/EC ) Directives
CE Marking

Our products are manufactured to comply with rezignts of following directives and national regiolas implementing
the directives:

Electromagnetic compatibility EMC 2004/108/EC.

Low voltage LVD 2006/95/EC with further amendmeiithe Directive applies to electrical equipment
designed for use with a voltage rating of betwe@v“AC and 1000VAC as well as 75VDC and 1500VDC.

WEEE Directive 2002/96/EC

Information for users who want to get rid of electical and electronic appliances

This product is marked according to the Europearedive on Waste Electrical and Electronic
Equipment (2002/96/EC) and further amendments. Bsueng this product is disposed of
correctly, you will help to prevent potential nagat consequences for the environment and
human health, which could otherwise be caused &ygropriate waste handling of this product.

The symbol on the product, or the documents accogipg the product, indicates that this appliance

may not be treated as household waste. It shdibhbded over to the applicable collection pointtfar

waste electrical and electronic equipment for rénggurpose. For more information about recycling

of this product, please contact your local authesjtyour household waste disposal service ortibp s

where you purchased the product.

RoHS Directive 2002/95/EC

Information concerning limitation of the use of dargerous substances in the electrical and
electronic appliances.

Out of concern for human health protection andnfilg environment, we assure that our

products falling under RoHS Directive regulationsgarding the restriction of the use of

hazardous substances in electrical and electrogigpment, have been designed and

manufactured in compliance with the above mentiaegdlation. Simultaneously, we claim
that our products have been tested and do notioohéaardous substances whose exceeding limits
could have negative impact on human health or ab&unvironment.

Information

The device, as a part of professional CCTV systeaddor surveillance and control, is not designed
for self installation in households by individuaghout technical knowledge.

The manufacturer is not responsible for defects damtages resulting from improper or inconsistent
with user’'s manual installation of the device ie 8ystem.
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SAFETY REQUIREMENTS

SAFETY REQUIREMENTS

1. Prior to undertaking any action please conddt following manual and read all the safety and

operating instructions before starting the device.

2. Please keep this manual for the lifespan ofithece in case referring to the contents of thisuah

IS necessary;

3. All the safety precautions referred to in thiammal should be strictly followed, as they have a

direct influence on user’s safety as well as dlitgtand reliability of the device;

4. All actions conducted by the servicemen andsusaust be accomplished in accordance with the

user’'s manual;

5. The device should be disconnected from powerceswduring maintenance procedures;

6. Usage of additional devices and components erefthovided nor recommended by the producer

is forbidden;

7. Device should be supplied only from a power sesirwhose parameters are in accordance with

those specified by the producer in the matrix clwat’s technical datasheet. Therefore, it is
forbidden to supply the matrix switcher from a poweurces with unknown parameters, unstable or
not meeting producer’s requirements;

8. Signal cables should be placed in a way exctutle possibility of damaging them by accident.

Special attention must be paid to cables gettiagn fthe matrix switcher and connecting the power
supply;

9. Electric installation supplying the device shibbk designed to meet the specifications givenby

the producer in such a way that overloading is issfae;

10. User cannot repair or upgrade the equipmensdifimAll maintenance actions and repairs should
be conducted only by qualified service personnel;

11. Unplug the matrix switcher from the power seurtnmediately and contact the proper
maintenance department in case of:

Damages to the power cord or to the plug itself;

Liquids getting inside the device or exposure torg} mechanical shock;

Device behaves in a way not described in the maaundl all adjustments approved by the
manufacturer and possible to apply by user himsedm not to have any effect;

Matrix Switcher is damaged,;

A typical behaviour of the matrix switcher compotgemay be seen (heard).

12. In necessity of repairs attention to using amriginal replacement parts (with their parameters
in accordance with those specified by the produsbkould be paid. Non-licensed service and
non-genuine replacement parts may cause firesgtrecution;

13. After maintenance activities tests should loe to ensure proper operation of all the functional
components of the device.

Warning!

PRIOR TO UNDERTAKING ANY ACTION THAT IS NOT PROVISODNED FOR THE GIVEN

PRODUCT IN ITS USER'S MANUAL AND OTHER DOCUMENTS DHVERED WITH THE

PRODUCT, OR THAT ARISES FROM THE NORMAL APPLICATIO®F THE PRODUCT, ITS

MANUFACTURER MUST BE CONTACTED OR THE RESPONSIBILYT OF THE

MANUFACTURER FOR THE RESULTS OF SUCH AN ACTION SHAIBE EXCLUDED.

Information

Data included in the following user's manual is up date at the time of printing.
Novus Security Sp z 0.0. holds exclusive rightsrtodify this manual. The producer reserves the
rights for device specification modification andaalge in the design without prior notice.
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FOREWORD INFORMATION

1. General characteristics

NV-MTX328 matrix switcher has 32 video inputs anth8nitor outputs with external alarm
function. It is capable of switching videos and\pding remote control functions from keyboard
controller for a variety of external devices sustdame cameras and DVRSs.

A combination of 5 matrix switchers comprises a teaslave matrix system (128x8) using its
extension ports. The parallel connection mode dfimnéor many input-output videos is also
supported.

32 video inputs with video looping and 8 monitotpatts with OSD function.

Up to 32 devices: dome cameras or DVR are conbiellaia multi protocol with keyboard
controller.

RS485, RS422 selectable port for dome camera dontro

RS485 port for external devices like DVR and keaolo

RS232 port for DVR control or PC connection.

Using 16 matrix switchers, 512x128 parallel masystem connections can be configured.
Using 5 matrix switchers, 128x8 master slave maystem connections can be configured.
Max 8 keyboards supported with 2 keyboard commtioicgorts.

Battery backed-up clock displays real time on tloaitor-out.

16 external alarm inputs and 2 alarm outputs supgdor

Program and recall up to 80 sequence, 80 groumado functions

Program up to 80 timer events.

Menu password is supported for higher security.

Power source DC12V input.

© NOVUS Security Sp. z o0.0., All rights reserved
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TECHNICAL SPECIFICATION

1.2. NV-MTX328 technical specification

Model NV-MTX328
Communications RS-485/422/232 baud rate: 2400 ~38400 bps (default:9600bps)
Video Input 32,Composite video 1Vp-p

Video output 8,Composite video 1Vp-p

Video Impedance 75 Ohm unbalanced, Inputs and Outputs

S/N Ratio - 55dB RMS typical

Alarm input 16 inputs with individual polarity selection.

One relay output : NO and NC contacts with shared common
Alarm output (1.0A /24VDC, resistive only)
One output : TTL/CMOS ( Active High or Low selectable)

Input Voltage 12 vDC
Power Consumption 12w
Operating temperature 0C to 50C
Dimension (Unit : mm) 432x88x310
Unit Weight Approx 4.2 kg

© NOVUS Security Sp. z o0.0., All rights reserved
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PACKAGE CONTENTS

2. Package contents

Please unpack the device carefully.
After unpacking please ensure that package contlagfllowing items.

NV-MTX328 user's manual

12 VDC Power supply
Rack mounting bracket

If any of the listed equipment has been damagethgluransport or if package is incomplete, the
contents of package should be packed back to fgamal box. Contact local NOVUS distributor for
further assistance.

WARNING !

If the device was brought in from an area with lowe ambient temperature, please wait for the
device to reach current ambient temperature. Pleasdo not power on the device immediately
after bringing it from a colder place. Water vapor condensation may cause short-circuits and
damage to the device as a result.

© NOVUS Security Sp. z o0.0., All rights reserved
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MATRIX OVERVIEW

Rear view of the matrix switcher

CONNECTOR USAGE

01~32 CAMERA VIDEO-IN (TOP) AND LOOP-THROUGH VIDEO (BOTTOM)

MON1~MONS8 MONITOR VIDEO-OUT WITH OSD FUNCTION

KBD1 CASCADE RS485 PORT FOR GLOBAL KEYBOARD INPUT OR,
CONTROL BUS FOR MULTI MATRIX CONNECTION

KBD2 RS485 PORT FOR LOCAL KEYBOARD INPUT

EXT RS485 PORT FOR EXTERNAL DEVICE (DVR, KBD)

DOME DOME CAMERA CONTROL PORT,

RS485(T+ T- G) / RS422(R+ R- T+ T- G)

RS232 RS232 PORT,
PC CONNECTION

ALARM-IN 16 ALARM INPUTS,
NO / NC MODE SELECTABLE

ALARM-OUT 2 ALARM OUTPUTS,
1 RELAY-OUT(F1) / 1 TTL-OUT(F2)

DC12v FOR POWER SUPPLY

© NOVUS Security Sp. z o0.0., All rights reserved
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MATRIX OVERVIEW

3.1. Dip Switch Mode Settings and RS232 Assignment

Set the switches according to your configuration.
DO NOT CHANGE MODE SETTING AFTER INSTALLATION!

Dip Switch Mode Setting Matrix ID Setting
No Setting Description Dip SW Matrix 1D
ON 1 2 3 4
1-4 Matrix ID (1~16)
OFF OFF OFF OFF OFF 1, MASTER
ON Video format — PAL OFF OFF OFF ON 2
5
OFF Video format - NTSC OFF OFF ON OFF 3
ON OFF OFF ON ON 4
6 Reserved
OFF OFF ON OFF OFF 5
ON ISP program update on OFF ON [ OFF [ ON 6
7
OFF ISP program update off OFF ON ON OFF /
o OFF ON ON ON 8
ON KBD1 port termination on
8 ON OFF OFF OFF 9
OFF KBD1 port termination off
ON OFF OFF ON 10
ON DOME port RS422
termination on ON OFF ON OFF 11
9
OFF DOME port RS422 ON OFF [ ON | ON 12
termination off ON ON OFF OFF 13
ON DOME por.t R$422, RS485 ON ON OFFE ON 14
termination on
10 ON ON ON | OFF 15
OFF DOME port RS422, RS485
termination off ON ON ON ON 16

To connect matrix switcher to PC use NULL modem
RS232 port pin assignment

Pin Discription
5 1 RX
3 TX
9 6 1,4,6~9 No connection

© NOVUS Security Sp. z o0.0., All rights reserved
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MATRIX OVERVIEW

3.2. Communication Port Termination

The first and last devices in an installation (KBBdscade connection, DOME RS422) must have
their data line terminated by setting the Dip-stit@Vithout proper termination, control signal esror
may occur. The examples of termination are shoviovbe

WARNING: Daisy chain connection topology needs to d strictly followed when using
aforementioned connection. One line (up to 1200m)itk additional short taps (up to 1,5m) is
possible using this method. When using star topolggplease use active protocol distributor, e.g.
NVPT-016DD.

© NOVUS Security Sp. z o0.0., All rights reserved
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CONFIGURATION OF MATRIX SYSTEM

4. CONFIGURATION OF MATRIX SYSTEM

4.1. Configuration of Single Matrix System.

Before power on, connect devices as shown on diagizove and set up dip switch to MASTER (ID
1). In single connection mode, user can contrdiou?2 cameras or DVR.

1.

2.
3.

Connect video line of camera to VIDEO IN conoecand communication line to DOME
terminal.

Connect monitor to MON connector.

Connect video input of the DVR to LOOPING comoecand video output to VIDEO IN.
Connect communication line of DVR to EXT terminalRS232 connector.

Connect keyboards to IN of KBD1 or KBD2 termmaDnly one master keyboard (up to 4 with
3 slaves) is available per terminal, exceeding lindit may damage the matrix. OUT of KBD1
terminal is not available in single matrix connentimode. Up to 4 keyboards including slave
keyboard can be connected to each keyboard tersninal

Connect alarm input line to ALARM IN terminal cinput line of alarm device to ALARM
OUT terminal.

Setup mode with dip switch. If dip switch saitiis changed when the system is running, the
matrix switcher needs to be rebooted for initiaima

Connect DC12V power line to DC jack and turmaatrix power.

© NOVUS Security Sp. z o0.0., All rights reserved
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CONFIGURATION OF MATRIX SYSTEM

4.2. Configuration of Parallel Matrix System — PARALLEL 512x128.

Before power on, connect devices as shown belowsahdip dip switch appropriately. In parallel
matrix connection mode, user can control matriXavar like single matrix mode via KBD2 keyboard
terminal, and all matrix switcher can be controlieith keyboards via KBD1 terminal. As a result,
user can control up to cameras or DVR with 16 matwitchers. Connect main keyboard to IN of
KBD1 terminal and connect OUT of KBD1 to IN of othmatrix’'s KBD1 terminal. Only one main
keyboard is allowed in the whole system, settingentban one may damage the switcher.

© NOVUS Security Sp. z o0.0., All rights reserved
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CONFIGURATION OF MATRIX SYSTEM

WwnN e

o o

Connect video line of camera to VIDEO IN conoeend communication line to DOME terminal.
Connect monitor to MON connector.

Connect video input of DVR to LOOPING connecémd video output to VIDEO IN. Connect
communication line of DVR to EXT terminal or RS28@nnector.

Connect main keyboard to IN of KBD1 terminal. dAnonnect OUT of KBD1 to IN of other
matrix’s KBD1 terminal. Refer to diagram on prewopage if connecting further matrixes is
required. Main master keyboard must be only ongdqupwith 3 slaves).

Connect local keyboard to KBD2 terminal.

Connect alarm input line to ALARM IN terminaldmput line of alarm device to ALARM OUT
terminal.

Setup mode with dip switch. ID of each matrixstioe unique, otherwise matrix may be damaged.
If dip switch setting is changed when the systemuiming, the matrix switcher has to be rebooted
for initialization.

Connect DC12V power line to DC jack and turmaetrix power.

4.3. Configuration of Master-slave Matrix System —MASTER—SLAVE 128x8

Before power on, connect devices according tadthgram and set up dip switch. In master-

slave matrix connection mode, one master matrixeisessary. Set the ID of master matrix to 1. Only
one master matrix is allowed in the whole systeattirey more than one may damage the switcher. In
master-slave connection mode user can control atfixiswitcher via KBD2 or EXT keyboard terminal
and monitor videos from slave matrix. As a resu$ier can control up to 128 devices like camera or
DVR with 5 matrix switchers including master. KB@drminal is assigned to control bus so that no
keyboard can be connected.

how

In the case of slave matrix, connect video lofe camera to VIDEO IN connector and
communication line to DOME terminal.

Connect MON1~8 line of slave matrix to VIDEO #tidnnector of master matrix. All monitor lines
of slave matrix should be connected to video-imaister matrix in turn, otherwise master matrix
won't be able to display picture from monitors ceoted to slave matrix.

Connect monitor to MON of master matrix.

In the case of slave matrix, connect video igguhe DVR to LOOP-THROUGH connector and
video output to VIDEO IN. Connect communicationeliof DVR to EXT terminal or RS232
connector.

Connect OUT of master matrix's KBD1 terminal it of slave’s KBD1 terminal. Refer to
diagram if needed, so all matrixes are connectea.kBlyboard must be connected to KBD1
terminal.

Connect keyboard to KBD2 or EXT terminal of neashatrix. Only one master keyboard (up to 4
per terminal with 3 slaves) is available.

Connect alarm input line to ALARM IN terminaldmput line of alarm device to ALARM OUT
terminal.

Setup mode with dip switch. ID of each matrixstioe different from each other, otherwise matrix
may be damaged. If dip switch setting is changednathe system is running, the matrix switcher
needs to be rebooted for initialization.

© NOVUS Security Sp. z o0.0., All rights reserved
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CONFIGURATION OF MATRIX SYSTEM

11. Configure settings of master matrix:
1) Port -> Master Matrix Setup: Setup ‘Connectionde’ to ‘Master Slave’.
2) Camera: Setup device information of mastersade matrix.
3) Time and Date: Setup time, date, and displanét.
4) Port -> Master Matrix Setup: Run ‘Slave Mat8gan’ to detect the slaves and send
data. When data of the slave matrix had beenggdi scan slave again.
5) Port -> Master Matrix Setup -> Master Videddanfig: Assign the slave matrix to VIN

of the master matrix.

12. Configure settings of slave matrix.
1) Switch video to desired slave matrix with MAKdy and enter slave matrix menu.
Example:
Slave matrix ID2 setup in master slave matystam
- Select master matrix ID1, MONL1. (1+MAT, 1+NKD
- Switch video to slave matrix. (‘201’+MAIN201’ means slave matrix id
‘2" and video channel ‘01)
- Select slave matrix ID2. (MON1: 2+MAT, 1+MQN
- Enter menu and setup slave matrix, menu(@RRL with MENU(MACRO))

© NOVUS Security Sp. z o0.0., All rights reserved
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MATRIX SWITCHER SETUP

2) Port: Setup port configuration.
3) Alarm: Setup alarm configuration.
4) Return to master matrix control mode after slmatrix setup. (1+MAT, 1+MON)

5. MATRIX SWITCHER SETUP

Key operation example for matrix setup menu
# + MAT, # + MON, CTRL + MENU(MACRO)

- After matrix and monitor selection, Press and hold down CTRL key and press MENU
(MACRO) key. And the keyboard mode goes to matrix menu mode.
JOYSTICK UP, DOWN, LEFT, RIGHT, SET

- Move joystick to navigate menu,

- Press SET key or JOYSTICK LEFT, RIGHT to enter the sub menu.

JOYSTICK TWIST LEFT, TWIST RIGHT, Number+ SET key
- Twist joystick left/right or PREV/NEXT key to change data,
- Press number and SET key to enter the value.

ESC

- Press ESC key to exit menu.

© NOVUS Security Sp. z o0.0., All rights reserved
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MATRIX SWITCHER SETUP

The keyboard displays ‘M’ in matrix menu mode, andthen function keys of matrix or “device is
not available”.

© NOVUS Security Sp. z o0.0., All rights reserved
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MATRIX SWITCHER SETUP

Controlling keyboard in menu mode

1R
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MATRIX SWITCHER SETUP

5.1. Main menu

To setup matrix switchers, user needs to setupecam‘monitor’, ‘time and date’, ‘port,’” ‘group’,
‘sequence’, ‘event timer’, ‘alarm’, and ‘system’.aih menu is shown below.

5.2. Camera

Camera menu allows for configuration of cameras@W&s. User can assign ID, protocol, and baud
rate to device which is assigned to video-in ofrmatMenu configuration is shown below. Camera
menu setup is not possible in slave matrix or medéye connection mode. Setup camera menu of
slave in master matrix switcher and scan slavegma data.

© NOVUS Security Sp. z o0.0., All rights reserved
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0$7 'LVSOD\V ,' RI WKH PDWPRGHQFPPYWWE IF VQID.Y K U
WLRQ IRU VODYH PDWUL[ LV UHDG RQO\

&3$0 6HWYV 37= FDPHUD ,' a RVSRWHR LQa (95

3527 6HWYV 37= FDPHUD FRPPXQIKIMNWLRXREXRMRFRO
3HOFR 3 3HOFR ' 1 &RQWURO "B RAARRACP X|QLFD WL
"% '& "' 3& '95 1 &RQWURO

%$8" 6HWYV FRPPXQLFDWLRQ EDXG UDWH RI WKH GHYLF

0
6ZLWFKHY GHYLFH DQVZHU FKHFN 2Q 211

$/0 6HW WR «2Q- WR FKHFN FDPHUD XQWHDW DR®QDOD U
DODUP

35(9 1(;7 33%*( &KDQJHV FXUUHQWWOD GDVEHODB\HG FDPH |a
3 a 3 a

6$9( '$73% 6DYHV GDWD RI FXUUHGWURBIWWWLPPQX HHHSRS|

6$9( $1' (;,7 6DYHV FKDQJHG VHWWLRQUNYDLA &VUPMXXIQ

To check camera external alarm or camera commumicatarm, follow instructions below:

- System menu: Alarm enable ‘ON’

- Alarm -> Camera alarm setup, VIs and com alagtas Alarm enable ENA(CAM COM) ‘ON’
- Camera menu: Device answer ANS ‘ON’

Matrix controls dome cameras or DVR via DOME comimation port with aforementioned
configuration data. When user saves data, matrikcker system checks for duplicated data and
displays warning page if such occur.

© NOVUS Security Sp. z o0.0., All rights reserved
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5.3. MONITOR

Monitor menu allows for configuring OSD settingssdy can edit titles, OSD positions, and enable
displaying. Default monitor setup menu is showrobelln this menu, user can edit matrix title. Press
SET key or move joystick left/right at the MATRIXITILE to enter title edit menu and select new
character with SET key. Title edit menu is showlowe

0$75,; 7,7/(

(GLWV PDWUL[ WLWOIFNWHH®X O0D[ FKDU
BUHVV 6(7 NH\ RU PRYH MR\VWMWFNHOHIW UL
,Q «7LWOH HGLW PHQX- XVHUGZOQWKG kW F

JKW WR
DUDFW

&$0(5$ 7,7/( 2))6(7

5XQV FDPHUD AW.MROQH RHIMHWVRK@ DEOH

RQ QHI[V

&$0(5% 7,7/( (',7

(QWHUV FDPHUD WLWOH HGLW PHQX

021,725 7,7/( (', 7

(QWHUV PRQLWRU WLWOH HGLW PHQ

26' 326,7,21

(QWHUV 26" SRVLWLRQ VHWXS PHQX

0$75,; 7,7/( '

6HWYV PDWUL[ WIRQORIIDQG ," GLVSOD

&$0(5% 7,7/(

6HWV FDPHUD WLWOH GLVSOD\ RQ RII

021,725 7,7/

6HWV PRQLWRU WLWOH GLVSOD\ RQ RII

7,00 81" '$7(

6HWV WLPH DQG GDWH GLVSOD\ RQ RII

)81&7,21 7,7

6HWV IXQFWLRQIWLWOH GLVSOD\ RQ R

$/$50 0(66%*(

6HWV DODUP PHVVDJH GLVSOD\ RQ RII

6$9( $1' (;.,7

6DYHV FKDQJHG VHWWRLOUW YDLRK W RW® X G

© NOVUS Security Sp. z o0.0., All rights reserved
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When matrix ID is set to 02 and user runs ‘caméla offset’ function, camera titles change from
CAM001~CAMO032 to CAM033~CAMO064.

The Offset of Camera title

Mat ID

01

02

03

04 |05

06

07

08

09

10

11

12

13

14

15

16

Offset

0

32

64

96 128

160

192

224

256

288

320

352

384

416

448

480

5.3.1. Camera title edit

This menu allows for editing title edit page andarmhing camera title. Default camera title menu,
together with title edit menu is shown below. Pr8&S key or move joystick left/right at CAMERA
TITLE to enter title edit menu and select new chemawith SET key.

12

I1XPEHU RI 9LGHR LQ FKDQQHO

7.71¢(

&DPHUD WLWOH O0D]
BUHVYV 6(7 NH\ RU PRYH MR\VWMWOMHOHIW U

FKDUDFWHUYV

LIKW WR

,Q «7LWOH HGLW PHQX- XVHUGZQWKGkKkW HKDUDFW

35(9 1(;7 3$*(

&KDQJH FDPHUD WLWQ@GH SDJH3 3 a a

3 a

6$9( $1' (.7

6DYH FKDQJHG VHWRVEQ HW IDROXG/ PPHIVQ XU Q

© NOVUS Security Sp. z o0.0., All rights reserved
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5.3.2. Monitor title edit

This menu allows for enter the title edit page ahdnge monitor title. Default monitor title menu is
shown below. User can see and edit each monittiés To edit title, press SET key or joystick rtgh
with CTRL key at the MONITOR TITLE to enter thelgitedit menu and select new character with
SET key. Title edit menu is shown below.

12 I1XPEHU RI WKH ORQLWRU FKDQQHO

7,71( 7LWOH RI WKH ORQLWRWWHWS/OD\V O0OD[ | FKDUD
BUHVV 6(7 NH\ RU MR\VWLFN ULJKW WR HGQLW WLV
,Q «7LWOH HGLW PHQX- XVHUGZQWKGkKkW HKDUDF\

6$9( $1" (5.7 6DYH WKH FKDQJHGWHWW VOKI N S)l(DIG;YlUR)F/\X PHQX

5.3.3. OSD position

This menu allows for changing OSD position such ‘&sne and date’, ‘Matrix ID’, ‘Monitor’,
‘Function’, ‘Camera’, and ‘Alarm message’. OSD deagpexample is shown below.

© NOVUS Security Sp. z o0.0., All rights reserved
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Move cursor by twisting joystick to change betw&BD position and move selection by moving joy-
stick to desired position. After setup, move curgptSave and exit’ position and press SET key or
move joystick to left/right to save data. Press &EY at any item to save current setup.

5.4. Time and Date

This menu allows for setting the time, date, asddisplay format. Time and date menu is shown be-
low. Time and date setup is unavailable in slavérisnaf master/slave connection mode, except for
display format. Set the time and date in masterirmsivitcher and scan remaining slaves to send data

WLQJ N

PLEEQ D D X

LD QX

| QD QX

FN

P XLV L QJ

'$7()250%7 &KDQJH GDWH GLVSOD I(BBRDIM VI6, W Z8
VWLFN
+285 )250%7 &KDQJH KRXU IRUPDWELVWLQ# MRWK MFN
<($5 (GLW \HDU E\ WZLVWLQJBEHRAVVELF M HRUFR\
WLRQ
0217 (GLW PRQWK E\ WZLVWLQJ MRB(W NHN RRPEVLLQJ ¢
+
QDWLRQ
$7( (GLW GDWH E\ WZLVWLQJ MR\VW INH\ R B P&/
WLRQ
. (GLW KRXU E\ WZLVWLQJ MR\VWLRN\RARRE
+
WLRQ
$0 30 (GLW KRXU IRUPDW E\ WZLVWLQJ MR\VWL
TR Wszelkie prawp £43t2¥ oRd-E@NOVIYsdebirityf S ¥ 6L Q L-MERMAM N ER
’ QDWLR@3
o (GLW VHFRQGV E\ WZLVWLQJ MREYVWNRAN FRR]

PREVLQJ
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5.5. Port

This menu allows for assigning each communicatiort fo desired module. User can set time-out
of KBD2 port and DOME port communication. Defal®ort menu’ is shown below.

%' 02'8/( .%' SRUW RSHUDWLQJ PRGH */2%$/ .%' 6/$9( %86
*OREDO .%' LQ ORFDO PDWUL[ PRGN OBYDIYPR®G 86 L

%' 02'8/( .%' SRUW RSHUDWLQJ PRIZH (/2&$/ . %"
/IRFDO .%' LQ ORFDO PDWUL[ PRGEH 1RQH LQ VODYH

'20( 02'8/( 6HOHFWYV '20( SRUW RSHUDVBEQJ FER GWZ LYV L QJ
MR\VWLFN

56 02'8/( 6HOHFWV 56 SRUW RSHUDWLQJ RRGHE\3& $6&,,
WZLVWLQJ MR\VWLFN

(;7 02'8/( BHOHFWYV (;7 SRUW RSHU.DMWLIR1PRIKRY HIFHUQDO
GHYLFH .%' LV DYDLODEOH RQOPDYWHHDW \WHW WIODY
RQO\

%' 7,0(287 6HWV NH\ERDUG SRUWVORENLQBR\WWRHANERW QXPE
6(7 NH\ a VHF 'HIDXOW VHF
$IWHU D GHILQHG DPRXQW RI WALAHH WGHQM|WHIW X\
ERDUG FDQ FRQWURO VDPH PRQLWRU

'20( $16:(5 6HWY UHVSRQVH WLPHRX\SRRIW2D( WR QWZURWLQJI M
QXPEHU 6(7 NH\ a PV 'HIDXOW PVHF

639( $1' (;.,7 6DYHV FKDQJHG VHWWR GIVHF QREXY HRWQNQ V
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5.5.1. Master matrix setup

Master matrix setup menu allows for configuring nxatonnection mode. The ‘SLAVE MATRIX
SCAN' function searches slave matrixes in mast@vesinode and configures master matrix inputs.
Master matrix setup menu is shown below.

PARALLEL mode

MASTER-SLAVE mode

Before setting up master slave mode, change caonauibde to ‘Master slave’, scan slave matrix
and save data. Next, enter master video in configurand assign slave matrix to video input of

master matrix.

&211(&7,21 02'¢(

ODWUL[ FRQQHFWLRQ IRUPDW RWURE D 0 DR
QHFWLRQ PRGH «0DVWHU VODYHWLURQ PR
ORYH RU WZLVW MRA\VWLFN OHIW ULJKW W

VDL FR R L
GWHU VO

R FKDQJF

6/$9( 0$75,; 6&%1

5XQ VODYH PDWUL[ VFDQ E\ PRA LRUI SARHV \
6(7 NH\ &RQQHFWLRQ VHWWLQJV PXo/®9EH

VLG N VO KIH
VDYHG V

180% (5 2) 6/$9(6

'LVSOD\V QXPEHUHRPIMVWDQHYG VODY )X
DYDLODEOH RQO\ IRU PDVWHU PDWUL]

QFWLRQ

6&$11(' 6/$9(6

‘'LVSOD\V ," RI VFDQQHNG V@DVYH )XmWW LR
RQO\ IRU PDVWHU PDWUL]

Q DYDLO

0$67(5 9,'(2 ,1 &21

*  2SHQV PDVWHUJ YLHGIR L\QPRRQQJ MR\V
6(7 NH\ )XQFWLRQ DYDLODEOH RQO\ IRU |

WLFN OHI
PDVWHU F

6$9( $1' (;.7

WR SUH

6DYHV FKDQJHG VHWWLQJY DQG UHWXUQV
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5.5.2. Master video-in configuration

This menu allows for configuring video inputs of stex matrix. The menu is shown below:

581 $872 &21),*85%| $XWRPDWLF FRQILIXUDWLRQ IXQFWLRQ

7,21 B3UHVV 6(7 NH\ RU PRYH MR\VWHFW KOH | WQU
9,1 9LGHR LQSXW RI PDVWHU PDWUL]
$VVLIQV VODYH PDWUL]
0%$75,;

(QWHU ," E\ WZLVWLQJ MR\VWLEQN OHH\W UL

6$9( $1' (;.7

6DYHV FKDQJHG VHWWLQJYV DQG UHWDMI
GDWD RI PDVWHU PDWULJ[ 9,1 ZKL PO WY IO

LQLWLDOL]HG

MWIKR\QWR |

JKW RU Q°

WDWR SU|
A1LG Q HEGH V

The master matrix switcher executes auto configamaifter scanning for slaves. After setup, onlg on
of video inputs is available per master monitompoitit therefore user is allowed to control fixedeod
inputs in each monitor. Table below shows mastdrireIN assigned to MON in full matrix system
(4 slave matrixes). In master-slave mode, videachivig functions such as PREV/NEXT/Sequence
are available only with assigned VIN, as shown Wwelo

Assigned V-in to Mon in the master matrix switcher

021

9, i

© NOVUS Security Sp. z o0.0., All rights reserved
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5.6. Function

This menu allows for programming matrix functio@szerview of the menu is presented below. Enter
sub menu by moving joystick left/right or pressBIGT key to program functions.

*5283 (QWHU JURXS IXQFWLRQ SURJUDPPLQJ PHQX
6(48(1&( (QWHU VHTXHQFH IXQFWLRQ SURJUDPPL®J PHQ
0$&52 (QWHU PDFUR IXQFWLRQ SURJUDPPLQJ PHQX
(9(17 7,0(5 (QWHU VFKHGXOLQJ IX@HWXRQ SURJUDHPLQ
;.7 SHWXUQ WR SUHYLRXV PHQX

5.6.1. Group

This menu allows for programming group functions,depicted below. Setup MAT, VIN of each
MON. If VIN value is blank, the monitor does nothinvhen the group function is executed. MAT
setup is available only with master matrix opeigimmaster slave mode.

© NOVUS Security Sp. z o0.0., All rights reserved
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*53 BHWV JURXS IXQFWLRQ QXPEBQJLQJ |X Q%W ILRUH
QXPEHU VDYH FXUUHQW GDWD LIRPMQHUGPWD KD
FKDQJHV ZLOO EH ORVW

021 6HWV PRQLWRU RXWSXW FKDQQHO QXPEHU a

0$7 BHWYV ,' QXPEHU RI VODY HY BDWH IL[Q BMHRALW LI Q B Q\GK
VLEOH RQO\ LQ PDVWHU PDWUL]J

9 ,1 6HW FKDQQHO QXPEHU RI YLGHR LQ a

639( '$7$ 6DYH GDWD RI FXUUHQW QNX® WHRHDYGSRRID G6P Y
GDWD EHIRUH FKDQJH IXQFWLRQ QXPEHU

6$9( $1' (;.,7 6DYH FKDQJHG VHWRVEQ Y DR/ PHIWRXU Q| W

5.6.2. Sequence

This menu allows for programming sequence functiofisere are two types of sequence
functions: general and group sequences.

© NOVUS Security Sp. z o0.0., All rights reserved
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6(4 6HWV VHTXHQFH IXQFWLRQ QXREHWDQJEQP I BUE R
WLRQ QXPEHU VDYH FXUUHQW ®IWEG LRWKHKX GD'
ZLVH FKDQJHV ZLOO EH ORVW

02'( 6HOHFWYV IXQFWLRQ W\SH *HQHUDO *URKXS

12 '"HILQHY WKH VWHS RI VHTXHQFH GLVSOD\LQJ

0%$7 6HWV ' QXPEHU RI WKH PIDWDY D L DHOLE/O S§IRVQ @/\L RR
PDVWHU PDWUL[ LQ PDVWHU VODYH PRGH

180 6HWV YLGHR LQ FKDQQHO QXMHKU L QaJHRHKIHD® :
PRGH VHWYV JURXS IXQFWLRQ QXRRKS PRIGG RSH

i/ 6HWV IXQFWLRQ GZHOO WLPHWHBWHGHIRBRXOWLREGF

35(9 1(;7 3%*( &KDQJH VWHS SDJHQ IBDYDQOMLHEIXH QBRHIPRGH RQC
3 a 3 a 3 a 3 a

6$9( '$79% 6DYHV VHWWLQJV 6DXID QUK GYMIDXHB FHU & XP E |

6$9( $1' (;,7 6DYHV VHWWLQJYV BRG RHOAWWUQ WR SUHI|YL

5.6.3. Macro

This menu allows for programming macro functionise menu is shown below.

© NOVUS Security Sp. z o0.0., All rights reserved
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YLGHR

0&5 6HWV PDFUR IXQFWLRQ QXPEH@W GDWD GJEI:HYRIUFHXL
FKDQJLQJ PDFUR QXPEHU

12 6HWV VWHS IRU PDFUR FRPPDQG a

&0' (IHFXWHV FRPPDQGV IURP WKHALWRKL @ J7
3567 SUHVHW IXQFWLRQ 6&%1 DX8BR YFDQ IXC
WRXU IXQFWLRQ 3751 SDWWHUQ IXQFWLRQ

180 $O0ORZV IRU VHWWLQJ WKH [@KREHU RRWXQ ¥ WLLARDE
ZLWK 6:7 FRPPDQG

0%$7 6HWYVY PDWUL[ ,' 2QO\ PDVWBODYDWRGHLHD®DVWH
FKDQJH WKLY YDOXH

9,1 6HWY YLGHR LQ FKDQQHO QRXPERIQO\ WRJHWKHEUQC
ZLWK 6:7 PRGH

021 6HWV QXPEHU RI PRQLWRU FKDQQHOV

" 6HWYVY PDFUR H[HFXWLRQ WLPH VWHS

35(9 1(;7 3%*( &KDQJHV VWHS RI BDFW@R I28QFWLR® a
3 a

659( '$7% 6DYHV FXUUHQW GDWBKDBOQYWHQG IPW B UFRH [(RAPHEH U

659( $1' (;,7 6DYHV FKDQJHG VHW\WLRQSUI—D\Q.GR)U\HWB(QP
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5.6.4 Event timer

This menu allows for programming event timer fuactschedule. It's possible to program events on a
daily, weekly and special event time basis. The unisnshown below. To change settings, move
joystick left/right to set function type( Group, geence or Macro) and number + SET key to set

function number.

7,0(5 BHWV HYHQW WLPHU IXQFWLIRQHRREBUL|QX® IXQF%
WLRQ QXPEHU VDYH FXUUHQW FRQILJXUDWLRQ

(1$%/( (QDEOHV HYHQW WLPHU IXQFWLRQ 21 [2))

02'( BHWV HYHQW WLPHU IXQFWBRQ RSHAKDWEQRJI PRGH
&, $/

35,25,7< 6HWV SULRULW\ RI HY# QW 2L MPH Wk | X @ FENHLLRXY
WKH KLJKHVW YDOXH

7,0( 6HWYV GHVLUHG WLPH + IRUPDW

'$< 6HWV GHVLUHG GD\ Rl ZHHN RQQ\a6BWU ZHMKOX LV
VFKHGXOH

'$7( <0 6HWV GHVLUHG GDWH <<<dXQ@BWLFRRQUPIWLODEOH
IRU VSHFLDO VFKHGXOH

)81&7,21 DQG 021,725 BHWV VHTXHQKIFWLRXSE QRPEUR DQG PRQLWR
WKH IXQFWLRQ

6$9( '$7$ 6DYHV GDWD RI FXUUHBXWUQKPEH B HIQXGSIDREG 6D Y
GDWD EHIRUH FKDQJH IXQFWLRQ QXPEHU

63$9( $1' (;.7 6DYHV FKDQJHG VHWWRLOUW YDLRX WU RWENQ
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5.7. Alarm

This menu allows for programming alarm operatingde® Also user can enter the alarm history
menu via the alarm menu.

$8;,/,$5< 6(783 (QWHUV DX[LOLDUY PRGNX SURJUDPPLQ
(;7(51%/ $/$50 6(783 (QWHUV H[WHWL@PQQIOMHIPXSURJIU
&$0(5% $/$50 6(783 (QWHUV FDPHUD @QDBHRXSURJUDPPL

9/6 $1' &20 $/$50 (QWHUV YLGHR DQG FRPPXQLFDWLR® DOD|UP SUR
6(783

6/$9( 0$75,; $/$50 (QWHUV VODYH PDWUL[ DODUP YRWWE PBY WHNY D

6(783 PDWUL[ LQ PDVWHU VODYH FRQQHFWLRQ PRGH
$/$50 +,6725< (QWHUV DODUP KLVWRU\ PHQX
(;,7 SHWXUQV WR SUHYLRXV PHQX

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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5.7.1. Auxiliary

This menu allows for programming auxiliary modes.

) ) ) B5HOD\ RXW ) 77/ RXW

02" ( $X[LOLDU\ RSHUDWLRQ PRW HJLIXMY W M RHW LIRANH B |
(< $FWLYDWHG WRJHWKHU NH\ SUHVVLQ|
/I$7&+ ~$FWLYDWHG ZKLOH NH\ LV KHOG °| PRGH

020(17 $FWLYDWHG ZKLOH VKRUWIQYDPH. QB8WMU NH

12508%/ ) RXWSXW PRGH J/RZ +LJK

639( $1' (;.,7 6DYHV FKDQJHG VHWWR GIWVHF QREXY HRHQNQ V

5.7.2. External alarm setup

This menu allows for programming 16 external alamodes. When alarm occutg,(External) and
alarm input number is displayed on screen.

© NOVUS Security Sp. z o0.0., All rights reserved
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12 $ODUP LQSXW QXPEHU a
35, 6HW SULRULW\ Rl DODUPLW\LY WKH KLJKHVW SUL!
"KHQ PXOWLSOH DODUP IXQFWLRXW 0OWU H UXHYVD J
SULRULW\ LV GLVSOD\HG ILUVW
021 6HWV PRQLWRU IRU DODUP IXQFWLRQ GLNSOD\
9,1 6HOHFW YLGHR LQSXW Q@XPWHRU Z3(W K. (MR\DW GF N
QXPEHU ZLWK 6(7 NH\
5.IN 6HOHFW DODUP LQ PRGH 12 1RUPDO 2SHQ 1&
&ORVHG
287 BHOHFWV DODUP RXW PRGH )$/BHOD\ |) 77/
) ) 2))
+/ 6HWV DODUP KROG XS WLPHF a GHIDXlow v
/$7 6HWY DODUP PHVVDJH WLPHRKXMQMRY PXQWHSOH [
2))
35(9 1(:7 3$*( &KDQJHV DODUP SDJH a3 a 3
6$9( $1' (;,7 6DYHV FKDQJHG VHWWRLOUW YDLRX WU RWENQ

5.7.3. Camera alarm setup

This menu allows for programming 32 camera alarndesoWhen alarm occurf)’(Device) and
device’s channel number is displayed.

© NOVUS Security Sp. z o0.0., All rights reserved
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5.7.4. VLS and COM alarm setup

This menu allows for programming configuration afeo loss, matrix communication, and camera
communication alarm modes. The example of settisgre is shown below.

When alarm occurred, messages will be displa¥¢dVideo) and video input number when Video
loss alarm,C’ (Communication) and camera channel number when camera communicadtom,
‘N’ (Network) and slave matrix id when slave matrix communicattarm.

© NOVUS Security Sp. z o0.0., All rights reserved

35

21

9,1 1XPEHU RI FDPHUD DODUP LQSXW a

35, 6HWYV SULRULW\ RI DODRPLWLY WKH KLJKHVW S|
:KHQ PXOWLSOH DODUP IXQFWLRXWOW K UDKHYIVD .
SULRULW\ LV GLVSOD\HG ILUVW

021 6HWV PRQLWRU IRU DODUP IXQFWLRQ GLNVSOD\

(1% (QDEOHYVY FDPHUD DODUPYV 21 2))

287 6HOHFWY DODUP RXWSXW RSHUDWLWRQ PRGH )
$/171 ) ) 2))

+/' 6HWYV DODUP KROG XS WLPHF a GHIDXOW

1$7 6HWVY DODUP PHVVDJH ODWFKLQJ HQDEOJH

35(9 1(;7 3%*( &KDQJHV DODUP SDJH a3 3 a a3
3 a

6$9( $1' (;,7 6DYHV FKDQJHG VHW\WLRQSUI—D\Q.(RXJ\HWB(Q,@
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5.7.5. Slave matrix alarm setup

This menu allows for configuring master matrix rg@t for alarms incoming from slave matrix.
This menu is available in master slave connectioden

When alarm occursB’(Branch)

© NOVUS Security Sp. z o0.0., All rights reserved

and slave matrix ID is displayed.

DWULJ F

) S5HOL

ow V

2))

' 63/$< (1$%/( (QDEOHV JOREDO Y DMHRQ @®®BBPPHMWDIH GLV
21 2))

$/$50 6HWV W\SH Rl WKH DODUP &%02%50 9& B RRUDR YV V
FRPPXQLFDWLRQ DODUP 6/9 &20 6DWYRGH
DODUP

(1% (QDEOHV YLGHR DQG FRPPX@WIDRQLRDIDDDPUP QR

Vg 6HOHFWV DODUP RXW RSHUDWLRQ PRGB#//
) ) 2))

+/ 6HWV DODUP KROG XS WLPHHF a GHIDX

1$7 (QDEOHV DODUP PHVVDJH ODWFKLQJ 21

639( $1' (;.7 6DYHV FKDQJHG VHWWR GIVHF QREXY HRWQNQ V
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' 63/$< (1$%/( (QDEOHV VODYH PDMW GILVBODUP PIHVAJP J
0$7 'LVSOD\V ,' QXPEHU RI VFDQQHG VODYH PDWUL]J
35, 6HWV SULRULW\ Rl DODRPLW\LY WKH KLIKHVW SU
‘KHQ PXOWLSOH DODUP IXQFWLRRXW OWU H IUXQMYMD J
SULRULW\ LV GLVSOD\HG ILUVW
021 6HWV PRQLWRU QXPEHU WRLGHWRSODA VODYH PDW
(1% (QDEOHV YLGHR DQG FRPPX®WIDRQLRDIDDDPUP QR
Vg 6HOHFWV DODUP RXW PRGH ) 5HOD\ 771
) ) 2))
+/ 6HWV DODUP KROG XS WLPHH{F a GHIDXOW V
1$7 (QDEOHV DODUP PHVVDJH ODWFKLQJ 21 | 2))
» 6HWV GZHOO WLPH a GHIDXOW VHF
' $ODUP IXQFWLRQ GXUDWLRQ ZKH® PXOWL|SOH DOT
6$9( $1' (;.7 6DYHV FKDQJHG VHWWIRQSV QG XVHWHQR

5.7.6. Alarm history

This menu allows for viewing history of alarms @120 which is occurred in matrix. User can con-
firm number of total alarm including alarm type,nmioer, and date. The example of alarm history

menu is shown below.
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$/$50 7\SH Rl DODUP
0 (;7 ODWUL[ HIWHUQDO & (;7 &DHWDGHR HUQD
ORVV & &20 &DPHUD FRPPXQLFDWLULRQ FRR20 60D
PXQLFDWLRQ 6 0$7 60ODYH PDWUL[ DODUP

12 1XPEHU RI DODUP
0 (;7 & (;7 $ODUP QXPEHU
9/266 & &20 6 &20 6 037 'HYLFH QXPEHU
7LPH DQG GDWH WKDW DODUP RFFXBUH& | << 00 "

"$7( IRUPDW OHQX GLVSOD\V \HDU PRRQGEWGHDWH DF
PDW

35(9 1(;7 3%*( &KDQJHV DODUP OLVW SDJH

&/($5 +,6725< &OHDUV GDWD RI DODUP KLVWRU\

;.7 SHWXUQV WR SUHYLRXV PHQX

5.8. System

System menu allows for changing basic system ggttibser can restore factory defaults, change
language, change/set password and copy cametnagsetti
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/$1*8%*( BHOHFWV PHQX ODQJXDJH (QJOLVK 3R|OLVK
$/$50 (1$%/( (QDEOHV DODUP RSHUDWLRQ RQ RII

0(18 7,0(287 6HWV WKH WLPHRXWIRI WKB XM XL[R® [RI
3$66:25" (1$%/( (QDEOHV SDVVZRUG ISQWRPSW RR® FPIH Q X
3$66:25" (',7 (QWHUV SDVVZRUG HGLW PHQX

)$&725< '()$8/7 5HVWRUHV IDFWRU\ GHIDXOWYV

'20( '$7$%B1. (QWHUV GRPH GDWDEDQN PHQX

6<67(0 ,1)250%$7,21 (QWHUV V\VWHPXLQIRUPDWLRQ PHQ

6<67(0 5(6(7 ODQXDO UHVHW

6$9( $1' (;.7 6DYHV FKDQJHG VHWWIRQSV HYQRIHWHQR

5.8.1. Password edit

This menu allows for changing system password. rEmégv password and confirm it. Matrix switcher
menu password is a string of 6 characters, witlctdtg default password’ being ‘555555'. To edit
password, use character table, as depicted below.
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5.8.2. Dome databank

This menu allows for downloading and uploading dedan the Novus C-controlled dome cameras. To use
‘Dome databank’ functions like downloading or uglo®y settings, user should display desired camera o
a monitor before entering menu of a matrix switcher

"% 6HOHFW GDWDEDQN QXPEHU

6HOHFWYV D GRPH FDPHUD XVLQJ LWV '

6359(" "$7( 'LVSOD\V WKH GDWH RI ODVW VDYLQJ

'2:1/2%' '$7%$ )520 '20( | 5XQV GDWD GRZQORDGLQJ

83/2%" '$7$ 72 '20( 5XQV XSORDGLQHGDWD WR D FDP
&I1($5 '$7% (UDVHV VWRUHG FRQILIJXUDWLRQ
(;,7 SHWXUQV WR D SUHYLRXV PHQX

5.8.3. System Information

This menu allows for viewing system informationgluding model number and system version.

© NOVUS Security Sp. z o0.0., All rights reserved
40



NV-MTX328 - User's manual, ver. 1.0

CONECTING KEYBOARD TO MATRIX SYSTEM

6. CONECTING NV-KBD 70 KEYBOARD TO NV-MTX328 MATRI X

6.1. Matrix keyboard setup

To setup the keyboard controllers, the user naedsttup the network, passwords and perform
additional tasks, such as uploading and downloadatg into/from the dome cameras. To enter the
Keyboard menu, press and h&@@RL and pres8ENU, later mentioned aSTRL+MENU . After
pressing, the following menu appears:

$%!
&!
( #)

*+H#, n_

1. Connect RS-485 cable to KBD 1 matrix port andMIE1 keyboard port
2.  Keyboard setup:

a) Power ON the keyboard

b) Login to keyboard menu as admin9999

c) Enter the menu by pressi@J RL+MENU

To navigate through menu move Joystick up/ downciiange a particular setting, twist the Joystick.

d) Set parameters in NETWORK menu

. ',0
11 *$ 1 03
11 *$ 1 1
0. *$ 0. 1

3.  After saving the settings, keyboard reboots.

4.  During booting keyboard scans the buses todorthected matrix switchers

41
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5.  After logging in, a clock is displayed on keyli#ia LCD

Keyboard menu has dynamic configuration dependablés settings. Keyboard configured to work
with matrix displays the menu as shown below:

"0 !
$  #)
5.6

Configuring slave keyboard in master keyboard:

Set the Com Ports options as depicted below:

Additionally, configure the Set Slave Kbd menu:

Set Slave Kbd
#7144
#I1 T

v

This screen allows for setting up the Slave KBDtodter, and defining number of connected slave
KBD controllers.

1. Slave KBD ON: Grants access for slave keyboankwices connected to mag-
ter keyboard.

2. Slave KBD Unit Enters the Slave keyboard unitrsanu.

Save and exit Saves the changed settings and setuthe previous menu
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This setup allows for setting up the number of slkeyboards.
To use the slave keyboard, set the SLAVE positto®MN.

Slave KBD Unit

#1144
#1144
#1144

A

6.2. Slave Keyboard Setup

Master keyboard should be set as follows:
1. Setthe 8" of S1dip switch to OFF”.
2. PresCTRL + MENU . Set Slave KBD setting to “ON”.

Network C5et Slave KBDGSlave KBD : ON
Network C5et Slave KBDGSlave KBD Unit: ON for the desired slave keyboard

Slave keyboardneed to be setup with the following procedure.

1. Check for dip switch th&" of S1is “ON".

2. If you set all connection correctly and turntba slave keyboard, you should see the following
screen:

Ver x.x Slavel i
er x.x Slave Current Device ID = 1

Password : xxxx

Default setting i® 9 9 9for administratorl 1 1 1for user

Otherwise:

Not connected means that the controller is not connected to mastgoard

3. PresTRL + MENU . Set the Slave ID to 01
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43



NV-MTX328 - User's manual, ver. 1.0

OPERATION INSTRUCTIONS

7. OPERATION INSTRUCTIONS
7.1. Select matrix

1. Enter matrix number

2. PressVMIAT key. The keyboard should display selected matiixiper.

3. PressMIAT key again to turn off the matrix selection

Example of master matrix selection:
press 1 MAT

If keyboard displays monitor or device informatioefore matrix selection, turn off the device with
theCAM or DVR key and monitor wittMON key, as depicted below:

1) Before changes CAM key ION key 4) 2 MAT key

1. Select matrix

2. Enter monitor number.

3. PressviION key. The keyboard displays selected monitor number

4. PressMON key again to off monitor selection.

7.2. Select monitor

Example:

Select monitor out 2: 1 MAT , 2 +MON

If keyboard displays device information before mionselection, turn off the device with tGAM

or DVR key as shown below.

1) Before change CAM key 3) 2 MON key

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
44



NV-MTX328 - User's manual, ver. 1.0

CONECTING KEYBOARD TO MATRIX SYSTEM

7.3. Select video input

1. Select matrix;

2. Select monitor;

3. Enter video input channel number and pMa3sN key to select desired v-in;

4. PresREV key to select previous v-in alNEXT key to select next v-in.

Example
Select v-in channel 3 in monitor out 2: MAT, 2 + MON, 3 + MAIN

7.4. Select camera

1. Configure camera information in matrix switchegnu.

2. Select matrix

3. Select monitor

4. Enter camera number and pr€#sM key, or press only théAM key to select current
monitor's camera.

5. The keyboard displays selected camera numbemandtor displays video of selected cam-
era. If selected camera is not configured in th&imawitcher menu, the keyboard display$
current device’s information of monitor.

6. Control camera with key and joystick of keyboaRtessCAM again to turn off camera se
lection.

Example:
Select camera with ID 3 in monitor out 2: MAT , 2 +MON, 3 +CAM

7.5. Select DVR

1. Configure DVR information in matrix switcher men

2. Select matrix.

3. Select monitor.

4. Enter DVR number and preB¥R key, or press only thBVR key to select current moni-
tor's DVR.

5. The keyboard displays selected DVR number antfais the DVR. If selected DVR is not
configured in matrix switcher menu, the keyboargptiys current device’s information on
monitor.

6. Control DVR with key and joystick for DVR. Pred¥R key again to off DVR selection.

Example:
Select DVR with ID 4 in monitor out 2: 1MAT, 2 +MON, 4 +DVR

© NOVUS Security Sp. z o0.0., All rights reserved

45



NV-MTX328 - User's manual, ver. 1.0

CONTROLLING PTZ DOME CAMERA FUNCTIONS

7.6. Dome camera Pan/Tilt/Zoom

1. Select matrix

2. Select monitor

3. Select camera.
If camera is selected in monitor press only@#eV key, starting camera’s ID display.

4. Move joystick left/right to control pan position
Move joystick up/down to control tilt position.
Twist joystick or press and hold zoom in/out keytmtrol zoom position.

7.7. Dome camera lens control, Focus/Iris

1. Select matrix

2. Select monitor
3. Select camera. If camera is selected in mopitess only th€ AM key, starting camera’s ID
display.

4. Press and hold focus near/far key to controlezarfocus.
Press and hold iris open/close key to controleranris

7.8. Operating dome camera functions

1. Select matrix

2. Select monitor
3. Select camera. If camera is selected in the tmopiess only th€AM key, starting camera’s IL
display.

4. Refer to camera manual, regarding program fansti

5. Press function key after function number, rédekeyboard manual for details.
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7.9. Operating groups

1. Select matrix.

2. Select monitor

If keyboard displays device’s ID number, press@#évl or DVR key to remove ID and switch
the monitor to control mode.

3. Enter group number.

4. Pres$GROUP key.

5. PresSTOP key to remove function message.

Example

Run group 1 in monitor 2 of matrix 1: 1IMAT , 2 +MON, 1 + GROUP

7.10. Operating sequences

Run a sequence.

1. Select matrix.

2. Select monitor. If keyboard displays device’sniimber, press the
CAM or DVR key to remove ID and switch the monitor to control
mode.

3. Enter sequence number.

4. Press th8EQ key.

Stop a sequence.

1-1. Press th8TOP key. Function message disappears.

1-2. Select camera.

Example

Run sequence 2 in monitor 2 of matrix 1: MAT , 2 +MON, 2 +SEQ

7.11. Operating macros

Run a macro.

1. Select matrix.

2. Select monitor. If keyboard displays device’snbmber, press the
CAM orDVR key to remove ID and switch the monitor to control
mode.

3. Enter macro number.

4. PressMACRO(MENU) key. Function message disappears afte

r all

macro steps are run.

Example

Run macro 3 in monitor 2 of matrix 1: IMAT , 2 +MON, 3 + MACRO(MENU)
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7.12.Alarms

After alarm state returns to normal state, alartroas stop after a predefined “hold time” configdiia
alarm menu. Alarm messages disappear if ‘latchsas to ‘OFF’. To stop alarm actions or alarm
messages manually, use the keys of the keyboasidoam below.

Reset alarms 1. PresALARM(SEL) key to reset alarm.
2. Press ATCH key to remove latched alarm message.
Auxiliaries 1. Select matrix.

2. Select monitor.

3. Press$=1 or F2 key to activate auxiliaries manually, user should
wait until keyboard times out to operate auxiliariwhen othe
user is operating the devices simultaneously.

If user stop alarms manually, matrix switcher systeill check the alarms again every time the alarm
returns to normal state or user reconfigures alaenu.

7.13. Setup matrix switcher menu

Enter/Exit menu 1. PresssMENU(MACRO) key holding dowrCTRL key to enter
menu.
2. Pres€SCkey to exit menu.

Move cursor 1. Move joystick left / right / up / down

Change data 1. Move or twist joystick left / right to changein.
2. Press number $SET key to enter a value.
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Key Label Descriptions
Matrix Selection Selects Matrix. (e.g.:1 or 2 + MAT).
MAT
Next Displays next camera.
NEXT
Previous Displays previous camera.
PREV
F1 £1 Runs function 1. (You should set F1)
F2 2 Runs function 2 (You should set F2)
Stop Stops function
STOP
Macro Runs macro of the selected number
No. + MACRO
MENU Pressing it simultaneously with CTRL key enters the menu screen.
MACRO
Alarm Clears all alarm
Sequence Turns sequence display on/off.
Latch Alarm latch ON/OFF
LATCH
Displays the selected camera and allows the camera to be controlled by the
Camera keyboard controller if the selected camera is a dome camera.
Selection No. + Function number selection with function keys.
(e.g., 1 + CAM)
DVR Displays the selected DVR and allows the DVR to be controlled by the key-
Selection board controller
No. + (e.g., 1+ DVR)
Full Screen Displays selected camera.
No. +
Group Runs group of the selected number
No. + GROUP
Set Selects a highlighted item or completes an entry that you have made.
Monitor Selects monitor.
No. + MON
:]::érnstor move- Joystick Up / Down / Left / Right control in the Menu screen.
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INFORMACJE

Dyrektywy EMC (2004/108/EC) i LVD (2006/95/EC)
Oznakowanie CE

Nasze produkty spe niaj wymagania zawarte w dyrektywach oraz przepisaclajowrych
wprowadzajcych dyrektywy:
Kompatybilno elektromagnetyczna EMC 2004/108/EC.
Niskonapiciowa LVD 2006/95/EC. Dyrektywa ma zastosowanie sjarztu elektrycznego
przeznaczonego do ytkowania przy napciu nominalnym od 50VAC do 1000VAC oraz od
75VDC do 1500VDC.

Dyrektywa WEEE 2002/96/EC
Informacja dla u ytkownikéw o pozbywaniu si urz dze elektrycznych i elektronicznych

Niniejszy produkt zosta oznakowany zgodnie z Diyek WEEE (2002/96/EC) oraz
po niejszymi zmianami, dotycz zu ytego sprztu elektrycznego i elektronicznego.
Zapewniajc prawid owe z omowanie przyczyniagi Pa stwo do ograniczenia ryzyka wyptenia
negatywnego wp ywu produktu neodowisko i zdrowie ludzi, ktre mog oby zaistnie przypadku
niew a ciwej utylizacji urz dzenia.
Symbol umieszczony na produkcie Ilub dzonych do niego dokumentach oznacza,
e nasz produkt nie jest klasyfikowany jako odpadospodarstwa domowego. Udzenie naley
odda do odpowiedniego punktu utylizacji odpadéw w cedcyklingu. Aby uzyska dodatkowe
informacje dotyczce recyklingu niniejszego produktu naje skontaktowa si
Z przedstawicielem w adz lokalnych, dostawes ug utylizacji odpaddéw lub sklepem, gdzie nabyto
produkt.

Dyrektywa RoHS 2002/95/EC
Informacja dla u ytkownikdw dotycz ca ograniczenia uycia substancji niebezpiecznych w
sprz cie elektrycznym i elektronicznym.
W trosce o ochronzdrowia ludzi oraz przyjazneodowisko zapewniamy,e nasze produkty
podlegajce przepisom dyrektywy RoOHS, dotycej uycia substancji niebezpiecznych
w sprz cie elektrycznym i elektronicznym, zosta y zapréopekane i wyprodukowane zgodnie
z wymaganiami tej dyrektywy. Jednocmg zapewniamy, e nasze produkty zostay
przetestowane i nie zawierajsubstancji niebezpiecznych w iach mogcych niekorzystnie
wp ywa na zdrowie cz owieka lubrodowisko naturalne.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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UWAGI | OSTRZE ENIA

WARUNKI BEZPIECZE STWA

1.

2.

Przed zainstalowaniem i rozpociem eksploatacji nalg dok adnie zapoznasi z niniejsz
instrukcj obs ugi i zawartymi w niej wymogami bezpiecgava,;

Uprasza sio zachowanie instrukcji na czas eksploatacji knosoy na wypadek koniecznci odniesienia
si do zawartych w niej trei;

. Naley skrupulatnie przestrzegawymogow bezpieczestwa opisanych w instrukcji, gdymaj one

bezporedni wp yw na bezpieczetwo u ytkownikéw i trwa 0 oraz niezawodno urz dzenia,;

. Wszystkie czynnai wykonywane przez instalatorow i ytkownikbw musz by realizowane zgodnie

z opisem zawartym w instrukcji;

. W czasie czynnai konserwatorskich urzdzenie musi byod czone od zasilania;
. Nie wolno stosowa adnych dodatkowych urdze lub podzespo 6w nie przewidzianych i nie zalecanyc

przez producenta;

. Urz dzenie moe by zasilane jedynie zer6de o parametrach zgodnych ze wskazanymi prasdupgenta

w danych technicznych krosownicy. Dlatego, teabrania si zasilania krosownicy zeéde o nieznanych,
niestabilnych lub niezgodnych z wymaganiami okneymi przez producenta parametrach;

. U ytkownik nie moe dokonywa adnych napraw lub modernizacji udzenia. Wszystkie naprawy mog

by wykonywane jedynie przez wykwalifikowanych pracokdw autoryzowanego serwisu;

. Naley niezw ocznie odczy krosownic od roda zasilania i przewodow sygnaowych oraz

skontaktowa si z w a ciwym serwisem w naspuj cych przypadkach:

Uszkodzenia przewodu zasilaggo lub wtyczki tego przewodu;

Przedostania sicieczy do rodka urzdzenia lub gdy zosta o ono naoae na silny uraz mechaniczny;
Urz dzenie dziaa w sposob odbiegaj od opisanego w instrukcji, a regulacje dopusmezprzez
producenta i mdiwe do samodzielnego przeprowadzenia przeztkownika nie przynosz
spodziewanych rezultatéw;

Obudowa zosta a uszkodzona;

Mo na zaobserwowanietypowe zachowanie krosownicy.

Uwaga

Przed wykonaniem czynnai, ktora nie jest przewidziana dla danego Produwktinstrukcji obs ugi, innych
dokumentach doczonych do Produktu lub nie wynika ze zwyk ego preezenia Produktu, nale pod
rygorem wy czenia odpowiedzialnoi Producenta za nagistwa takiej czynnei, skontaktowa si
z Producentem.

Uwaga

Urz dzenie, jako element profesjonalnego systemu tejeddzorowej s u cego do nadzoru i kontroli, nie jest
przeznaczone do samodzielnego momtav gospodarstwach domowych przez osoby nie pgsizela
specjalistycznej wiedzy.

Uwaga
Producent zastrzega sobie hiwo  wyst pienia b dow w druku oraz zmian parametréw technicznych bez
uprzedniego powiadomienia.
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INFORMACJE WST PNE

1. Charakterystyka

Krosownica Novus NV-MTX328 jest urdzeniem dziki ktbremu mona integrowa pojedyncze
systemy sk adage si z rejestratora i kamer w de systemy CCTV. Stosy kamery PTZ,
rejestratory Novus mamy miwo zbudowa system CCTV zarzlzany w sposob
scentralizowany.

Charakterystyka NV-MTX328

Mo liwo pod czenia do 32 urzize zarz dzanych z klawiatury

Kamery zarzdzanie przez port RS-422 lub RS-485

Port RS-485 do podczenia rejestratorow cyfrowych lub klawiatur

Port RS-232 do zardzania krosowniclub pod czenia do komputera PC

Mo liwo konfiguracji systemu krosownic 512x128 przy paeniu réwnoleg ym 16 krosownic
Mo liwo  konfiguracji systemu krosownic 128x8 przy mzeniu 5 krosownic w poczeniu
MASTER-SLAVE

Pod czenie do 8 klawiatur wykorzystyj 2 poty komunikacyjne krosownicy

Podtrzymanie bateryjne ustawikonfiguracji krosownicy oraz zegara systemowego

16 we] alarmowych i 2 wyjcia alarmowe

Programowalne — 80 sekwencji , 80 grup, 80 funkgjikro, 80 zaprogramowanych funkcji
wywo ywanych zgodnie z harmonogramem

Menu chronione has em

Zasilanie 12V DC 12 W

32 wej cia video z przelotami i 8 wyj monitorowych z funkcj OSD

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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DANE TECHNICZNE

1.2. Dane techniczne NV-MTX328

Model NV-MTX328
Komunikacja RS-485/422/232 baud rate: 2400 ~38400 bps (staodar8600bps)
Wej cie wideo 32 X BNC
Wyj cie wideo 8 X BNC
Impedacja 75 Ohm niezbalansowane, Wap i WYyj cia
S/N Ratio - 55dB RMS
Wej cia alarmowe 16 wej z osobnym dla kalego wyborem polaryzacji

Jedno wyjcie przekanikowe: NO i NC
Wyj cia alarmowe (1.0A /1 24VDC, tylko rezystancyjne)
Jedno wyjcie: TTL / CMOS ( Aktywny stan wysoki lub niski )

Zasilane 12 vDC

Pobdr mocy 12w

Temperature pracy | 0C do 50C

Wymiary (Unit: mm) | 432x88x310

Masa okoo 4.2 kg

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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ZAWARTO OPAKOWANIA

2. ZAWARTO OPAKOWANIA

Rozpakowujc urz dzenie naley post powa ostro nie.
Po otwarciu naley upewni si czy w opakowaniu znajdugi nastpuj ce elementy:

NV-MTX328 1x instrukcja obs ugi

Uchwyty montaowe do RACK 19" Zasilacz 12V DC

Je eli ktorykolwiek z elementow zosta uszkodzonyransporcie, nalg/ spakowa zawarto
z powrotem do oryginalnego opakowania i skontaktosiaz dostawc.

UWAGA'!

Je eli urz dzenie zosta o przyniesione z pomieszczenia 0sHej temperaturze naley odczeka a
osi gnie temperatur pomieszczenia, w ktérym ma pracowa Nie wolno w cza urz dzenia
bezporednio po przyniesieniu z ch odniejszego miejsca. dhdensacja, zawartej w powietrzu
pary wodnej, mo e spowodowa zwarcia i w konsekwencji uszkodzenie uradzenia.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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OPIS KROSOWNICY

3. Opis z cz krosownicy.

Widok krosownicy z ty u.

Opis z cz na panelu tylnym.

Z CzA ZASTOSOWANIE
01~32 WEJ CIA KAMEROWE | PRZELOTOWE
MON1~MONS WYJ CIA MONITOROWE Z OSD
KBD1 PORT RS485 DO POD ACZENIA GLOBAL NEJ KLAWIATURY LUB MAGI-
STRALA
SYSTEMOWA PRZY PO ACZENIU WIELU KROSOWNIC
KBD2 PORT RS485 DO POD ACZENIA KLAWIATURY LOKALNEJ
EXT PORT RS485 DO POD ACZENIA URZ DZ N ZEWN TRZNYCH (DVR,
KBD)
DOME PORT DO ZARZADZANIA | STEROWANIA KAMERAMI Z PTZ
RS485(T+ T- G) / RS422(R+ R- T+ T- G)
RS232 PORT RS232 DO ZASTOSOWA SERWISOWWYCH | STERWANIA Z PC
ALARM-IN 16 WEJ  ALARMOWYCH - NO /NC
ALARM-OUT 2WYJ CIA ALARMOWE
1 WYJSCIE PRZEKA NIKOWE (F1)/1WYJ CIE TTL (F2)
DC12V ZASILANE

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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OPIS KROSOWNICY

3.1. Ustawienia prze cznikow

Konfiguracji krosownicy dokonuje siza pomoc prze cznikéw DIP umieszczonych panelu tylnym
krosownicy.

Poni sze tabele przedstawiajstawienia przecznikow.

Nr Stan Opis Dip SW Matrix 1D
ON 1 2 3 4
1~4 Matrix 1D (1~16)
OFF OFF OFF OFF | OFF 1, MASTER
ON Standard wideo — PAL OFF OFF OFF ON 2
5
OFF Standard wideo — NTSC OFF OFF ON OFF 3
ON OFF OFF ON ON 4
6 Zarezerwowane
OFF OFF ON OFF | OFF 5
ON Upgrade oprogramowania OFF ON OFF ON 6
w czon
; Y OFF | oN | oN | OFF 7
Upgrade oprogramowania
OFF wy czony OFF ON ON ON 8
ON Terminacja KBD w czona ON OFF OFF OFF 9
8 ON OFF | OFF | ON 10
OFF Terminacja KBD wy czona
ON OFF ON OFF 11
ON Terminacja portu DOME
RS422 w czona ON OFF ON ON 12
9
OFF Terminacja portu DOME ON ON OFF | OFF 13
RS422 wy czona ON oN | oFF | onN 14
Terminacja portu
ON DOME RS422, ON ON ON OFF 15
RS485w czona ON ON ON ON 16
10
Terminacja portu
OFF DOME RS422,

RS485 wy czona

Krosownic do komputera PC nalg pod cza kablem NULL modem.

Pin opis
5 1 2 RX
3 TX

9 6 14, 6~9 nie pod czone

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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OPIS KROSOWNICY

3.2. Terminacja

Aby stworzy poprawnie funkcjonugy system naley wykona po czenia krosownicy
z klawiatur, kamer, rejestratorem lub rejestratorami i dokonadpowiedniej konfiguracji
terminacji na wszystkich urdzeniach stanowcych dany system.

Do po czenia urzdze naley zastosowa skrtk UTP kat.5.oraz pamia 0 za czeniu

na
kra cach terminacji magistrali komunikacyjnej.

UWAGA: Bezwzgl dnie naley przestrzega topologii kaskadowej tzn. stosowa jedn lini

z ewentualnymi krétkimi (do 1,5m ) odczepami. czna d ugo magistrali nie mo e

przekracza 1200m. W przypadku zastosowania topologii gwiazdyaley uy
aktywnego rozdzielacza protoko u np. NVPT-016DD.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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POD CZANIE | OBS UGA KROSOWNICY

4. POD CZANIE | OBS UGA KROSOWNICY

4.1. Budowa systemu z wykorzystaniu jednej krosoway.

Przed pod czeniem zasilania podz urz dzenia analogicznie jak na povegym obrazku. Zgodnie
z tabel prze cznikéw DIP ustaw krosownicjako MASTER (ID1). W tej konfiguracji m@&my
zarz dza maksymalnie 32 urzizeniami niezalenie czy s to DVR czy kamery PTZ.

Pod cz sygna y wideo do wej VIDEO IN

Pod cz magistral sterowania kamer PTZ pod zaciski portu DOME

Wej cia wideo rejestratora podz pod wyjcia wideo krosownicy (LOOPING)

Aby mie mo liwo sterowania rejestratorem pocz RS-485 rejestratora do portu EXT.
Pod cz klawiatur NV-KBD 70 do portu KBD1(IN) lub KBD2. Do kalego z portow maa
pod czy do 4 klawiatur (1 MASTER i 3 SLAVE). Zcza KBD1 (OUT) s nieu ywane.
Tylko jedna klawiatura MASTER me by pod czona do portu KBD. Podczanie wicej ni
jednej klawiatury MASTER do portu KBD me uszkodzi krosownic. Je eli chcemy

pod czy wi cej klawiatur to muszby skonfigurowane w tryb MASTER-SLAVE zgodnie
z instrukcja do klawiatury NV-KBD 70.

Pod cz wej cia alarmowe pod zaciski ALARM IN

Pod cz wyj cia alarmowe pod zaciski ALARM OUT

Pod cz zasilanie 12V DC i skonfiguruj krosownice

agrwnE

© N

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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POD CZANIE | OBS UGA KROSOWNICY

4.2. Budowa systemu z wykorzystaniu wielu krosownigdwnolegle — PARALLEL 512x128.

W przypadku podczenia krosownic rownolegle ytkownik mo e kontrolowa do 512 urzdze
pod czonych maksymalnie do 16 krosownic i 128 monitord&a da z krosownic maee by
zarz dzana klawiaturami lokalnymi poadzonymi do portu KBD2 oraz klawiaturami globalnymi
pod czonymi do portu KBD1. Sterowanie dowolkrosownic mo liwe jest tylko z klawiatur
globalnych pod czonych do portu KBD1. W przypadku sterownia klawiami globalnymi musimy
po czy krosownice kaskadowo. Klawiatury mudzy skonfigurowane w trybie MASTER-SLAVE
zgodnie z instrukcjobs ugi klawiatury.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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POD CZANIE | OBS UGA KROSOWNICY

Przed podczeniem zasilania podz urzdzenia analogicznie jak na povegym obrazku.
Zgodnie z tabelprze cznikéw DIP ustaw krosownicom mde ID zaczynajc od ID1.

1.  Ustaw krosownicom rde ID zaczynajc od ID1

2. Pod cz sygnay wideo do wej VIDEO IN krosownic

3. Pod cz magistral sterowania kamer PTZ pod zaciski DOME krosownic.

4.  Wej cia wideo rejestratora podtz pod wyjcia wideo krosownic (LOOPING)

5. Aby mie mo liwo sterowania rejestratorem pocz RS-485 rejestratora do portu EXT
w krosownicy.

6. Pod cz klawiatur globaln do portu KBD1(IN) a klawiaturlokaln do zaciskéw KBD2

krosownicy.
Do ka dego z portéw maa pod czy do 4 klawiatur (1 MASTER i 3 SLAVE). Tylko jedna
klawiatura MASTER moe by pod czona do portu KBD. Podczanie wicej ni jednej
klawiatury MASTER moe uszkodzi krosownic. Je eli chcemy podczy wi cej klawiatur to
musz by skonfigurowane w tryb MASTER-SLAVE zgodnie z insécja do klawiatury
NV-KBD 70.

7. Port KBD1(OUT) z pierwszej krosownicy o ID 1 patzamy do z cza KBD1(IN) drugiej

krosownicy. Z wyjcia KBD1 (OUT) drugiej krosownicy pocczamy do KBD (IN) trzeciej

krosownicy. Operacje ta powtarzamy w przypadku jkgieh krosownic.

Pod cz wej cia alarmowe pod zaciski ALARM IN

Pod cz wyj cia alarmowe pod zaciski ALARM OUT

0. Pod cz zasilanie 12V DC i skonfiguruj krosownice

B ©

4.3. Budowa systemu z wykorzystaniu wielu krosownie- MASTER—SLAVE 128x8

W przypadku podczenia wielu krosownic w paczeniu MASTER—SLAVE uytkownik mo e
kontrolowa do 128 urzdze pod czonych do maksymalnie 5 krosownic i 8 monitorowa ¢a

Z krosownic jest zarzlzana klawiaturami globalnymi podzonymi do krosownicy MASTER (ID1) do
portu KBD2. Port KBD1 s wy jako magistrala systemowa do komunikacji patay krosownicami.
Do portu KBD1 nie naley pod cza klawiatur. Pod czenie klawiatury do magistrali krosownic grozi
uszkodzeniem portu krosownicy lub klawiatury. Stesaie dowoln krosownic mo liwe jest tylko

z klawiatur globalnych podczonych do portu KBD2 krosownicy MASTER. W przypadéterowania
systemem krosownic wieloma klawiaturami klawiatunusza by ustawione w trybie MASTER-
SLAVE zgodnie z instrukcja obs ugi do KBD-70. Dookownicy MASTER moemy pod czy do 8
klawiatur. Cztery do portu KBD2 oraz 4 do portu EXJeeli pod czymy klawiatury do portu EXT
krosownicy to tracimy mdiwo sterowania DVR.

W po czeniu krosownic MASTER-SLAVE wszystkie sygnay MOMN-8 z krosownic SLAVE
pod czone s do wej krosownicy MASTER (Bezwarunkowo powinna bygachowana kolejno
pod czenia wyj monitorowych krosownic SLAVE do krosownicy MASTERKrosownica MASTER
suy do zarzdzania systemem oraz przezania wyj monitorowych. W przypadku gdy system
posiada mniej krosownic memy niewykorzystan reszt wej wideo krosownicy MASTER
wykorzysta do pod czenia kamer i rejestratorow bez utraty funkcjoonathzwi zanej ze sterowaniem
systemem.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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POD CZANIE | OBS UGA KROSOWNICY

WwnN e

o abs

9.
10.
11.

Ustaw krosownicom rde ID. ID1 jest zarezerwowane dla krosownicy MARTE

Pod cz sygna y wideo z kamer do we)VIDEO IN krosownic SLAVE

Pod cz wyj cia monitorowe krosownic SLAVE do wej wideo krosownicy MASTER
Krosownica SLAVE o ID2 do wej monitorowych MON 1~8 krosownicy MASTER,
krosownica SLAVE o ID3 do wej monitorowych MON 9~16 krosownicy MASTER, itd..

Pod cz magistral sterowania kamer PTZ do portu DOME krosownic SLAVE

Wej cia wideo rejestratorow poaz pod wyjcia wideo (LOOPING) krosownic SLAVE

Aby mie mo liwo sterowania rejestratorami podz RS-485 rejestratora do portu EXT
w krosownicach.

Pod cz klawiatury do zaciskow KBD2 lub EXT w krosownitJASTER. Jeeli do portu EXT
pod czone s rejestratory to klawiatury podczamy tylko do portu KBDZ2.
Do ka dego z portow maa pod czy do 4 klawiatur (1 MASTER i 3 SLAVE). Tylko jedna
klawiatura MASTER moe by pod czona do portu KBD lub EXT . Poatzanie wicej ni
jednej klawiatury MASTER do jednego portu neouszkodzi krosownic. Jeeli chcemy
pod czy wi cej klawiatur to musz by skonfigurowane w tryb MASTER-SLAVE zgodnie
z instrukcja do klawiatury NV-KBD 70.

Z cze KBD1(OUT) z pierwszej krosownicy MASTER (ID19g czamy do z cza KBD1(IN)
drugiej krosownicy. Z wygia KBD1 (OUT) drugiej krosownicy podczamy do KBD IN)
trzeciej krosownicy. Operacje te powtarzamy w pegku kolejnych krosownic.

Pod cz wej cia alarmowe pod zaciski ALARM IN krosownic.

Pod cz wyj cia alarmowe pod zaciski ALARM OUT krosownic.

Pod cz zasilanie 12V DC i skonfiguruj krosownice.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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12.

13.

14.

Konfiguracja krosownicy MASTER

a) Porty -> Konfiguracja Master Matrix: ustaw trgb czenia na ‘Master Slave'.

b) Kamery: Ustaw opisy urdze oraz parametry sterowania.

c) Data i czas: ustaw czas i datormat wy wietlania.

d) Porty -> Konfiguracja Master Matrix: wyszukiwarnblave Matrix. Krosownica Matrix
przeskanuje magistralvykryje i odczyta konfiguracjkrosownic SLAVE. Jdei dokonujemy
zmian w konfiguracji krosownic SLAVE nalg za kadym razem wykonafunkcje
‘Wyszukiwania Slave Matrix’.

e) Porty -> Konfiguracja Master Matrix -> Konfigwja wej video-master: Wybierz funkcj
'Autokonfiguracja’. Funkcja ta powoduje przypisamy] krosownic SLAVE do wej
krosownicy MASTER

Konfiguracja krosownicy SLAVE (ID2)

Wejd do menu krosownicy SLAVE

- Wybierz krosownice MASTER ID1 i monitor MON1 (MAT, 1+MON)

- Wybierz pierwsze wegie wideo krosownicy SLAVE ID2

(‘201'+MAIN ,'201’ oznacza krosownice o ID2 i kanaideo ‘01)

- Wybierz krosownic SLAVE 1D2. (MON1: 2+MAT, 1+MON)

- Wejd do menu krosownicy SLAVE (CTRL + MENU(MACRO) a ngmie skonfiguruj
wej cia wideo, wejcia i wyj cia alarmowe

Po konfiguracji krosownic SLAVE wrdalo zarzdzania systemem z krosownicy MASTER
(1+MAT, 1+MON)

5. Konfiguracja Krosownicy

Nawigacja po menu krosownicy

# - numer wybrany za pomoca przyciskdw numerycznych

# + MAT, # + MON, CTRL + MENU(MACRO)

Po wybraniu monitora i krosownicy wci nij klawisz CTRL a nast pnie wci nij klawisz MENU(MACRO).
Po wci ni ciu tej sekwencji klawiszy powinno pojawi sie menu krosownicy na uprzednio wybranym

monitorze.

JOYSTICK GORA, DO, LEWO, PRAWO, SET
- do nawigacji po menu u ywamy joysticka JOYSTICK GORA, DO , LEWO, PRAWO,

- do zatwierdzania zmian klawisza SET

PRZEKR CENIE JOYSTICKA W LEWO , PRZEKR CENIE JOYSTICKA W PRAWO, # + SET
- przekr cenie joysticka prawo/lewo lub klawiszy powoduje PREV/NEXT do zmiany warto ci w menu

- wpisanie numeru i wci ni cie klawisza SET powoduje wpisanie tej warto ci w menu

ESC
Wci nij ESC aby wyj z menu.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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Je eli na ekranie klawiatury jest wy wietlana litera M oznacza to e, krosownica wywietla
menu konfiguracji na monitorze. Aby wyj z menu krosownicy naley wcisn klawisz ESC.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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Operacje w menu krosownicy.

1U

2SHUDFMD Z PHQX

2SLV

‘HM FLH GR PHQX

&75/ 0(18 0%$&52

A\AM FLH ] PHQX

(6& OXE SR]\FMD «(;,7~ ] PHQX

BRUXV]IDQLH NXUVR

VHP Z PHQX -RUDWDWRFN JpUD Gp OHZR

‘HM FLH GR SRGPHQ

-R\WWWLFNPG&@ZR SUDZR OXE NPDZL
BUJHNUUFHQLH -R\WWLFN OXE NOEAUWI]H 35(9 1(
(G\FMD SR]\FML QXPHU\FL HM .
QXP X ] NODZLDWXU\ L ZFL QLUFLH NODZLV]D
(G\FMD SpO Z\ERUX BUJHNUUFHQIH BRWYVWWLFND OXE NODZ
\EpU SR]\FML MR\VWLFNLHP OHMZR SUDZR SU]
'\NRQ\ZDQLH NRPHQ|G
‘\NRQDQLH NRPHQG\ 8§ QXPHU IXQNFML 6(7
+DUPRQRJUDP Z\ZR PQLHEPU SR]\FML MR\VWLFNLHP OHMZR SUDZR SU]
IXQNFML ‘\ANRQDQLH NRPHQG\ § QXPHU IXQNFML 6(7
+DV R ZSLVDQLH ]JPSLV\ZDQLH LHEGHKUNQQRNV]BP]BWZ
B3UJHNUUE MR\WWLFN OXE NODZLV]IQ@bMN D(;7 DE\
(G\FMD QD]Zz\ )
QDVWUSQLH ]DWZLHUG< Z\EpU NODZLV|HP 6(7
3R]\FMD 26' § Z\EpU|SR]\FML 3XF HNNQMZEL MR \BW/ (L9F N ( 7
3R]\FMD 26' 8§ |[PLDQpP SR]\FML ORWBWRNVEBRZRUD Gu
3R]\FMD 26' § |DSLV|(XVWDZLH

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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5.1. MENU G OWNE

Przy pierwszym uruchomieniu krosownicy aby zapevminimum funkcjonalnaci systemu
u ytkownik powinien skonfigurowamenu KAMERA, MONITOR, CZAS | DATA, PORT,
Do menu g éwnego krosownicy ID1 wchodzimy z klawrgt NV-KBD 70 w nastpuj cy sposoéb:

1. Weciskamy klawisze 1 a naphie MAT,
wciskamy klawisze 1 a naginie MON
2.  Wcini cie jednoczenie
CTRL+MENU(MACRO)
powoduje wejcie do menu
krosownicy.

Przy pierwszym w czeniu krosownica posiada menu wyjku angielskim.
Zmiany j zyka dokonuje sie w menu SYSTEM.

5.2. KAMERA

Po wejciu do menu KAMERA pojawi siokno KONFIGURACJA KAMER. W menu tym
u ytkownik ma moliwo ustawienia protoko u, pdko ci transmisji, ID urzdzenia ktére jest
pod czone do konkretnego weja wideo.

W trybie MASTER-SLAVE nie jest

mo liwe edytowanie danych z poziomu
krosownicy MASTER na krosownicach
SLAVE. Krosownica MASTER ma

mo liwo tylko podgl du wpisanych
danych

Aby uzupe ni/od wie y konfiguracje
nale y wybra opcj WYSZUKIWANIE
SLAVE-MATRIX w menu PORTY

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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6/$9( MHVW WI\ONR GR SRGJOCGX

a

UHP '95 '"$ "% ' & '' 3& '95 1 &RQWURO®

%$8'

'2 7< 8 '2 35=2'8 =PLDQD NROHMQWKPYW3RQa] NBPHa
3 a 3 a

=$3,6= =DSLVXMH ]JPLDQ\ Z NRQILIJXUDFML

=$3,6=, :<-'; =DSLVXMH JPLDQ\VZXFKRGILIXBBOEML L

Aby monitorowa alarmy zewntrze z kamer lub komunikacg kamerami naley ustawi krosownice
jak poni e;.

1. MENU SYSTEMOWE —> ALARM AKTYWNY: ‘WL’

2. ALARMY —> WEJCIA ALARMOWE KAMER, ALARMY SYSTEMOWE:
W czalarm W PTZ ‘WL’

3. KAMERA —> kolumna ALM : ‘WL’

Krosownica moe kontrolowa urz dzenia takie jak: kamery i rejestratory.
W przypadku sterowania rejestratorem z protoko e@adstrol naley wybra PROT na NC DVR.

Je eli dokonamy ponownej edycji menu KONFIGURACJI KAIRRE mo emy zosta zapytani o to
czy chcemy nadpisgu istniej ce dane.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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5.3. MONITOR

W menu MONITOR moemy dokona konfiguracji wy wietlania OSD na wygiach monitorowych
krosownicy. Uytkownik mo e zdefiniowa pozycje napisOw, ukrywa zmienia niektore opisy,

1$=:$ 0$75,; 1D]ZD NURVRZQLF\ :HMEX RWRBPE@D]|ZU PDN
]JODNuZ =QDF]QLNLHP JPLHQLDQ® XR-]QDNX MHVW

32=<&-$% 1$=:< .$0(5< ‘\ZR DQLH WHJRMPH®XDSRZRXRHUDFML NDPHU ]
WDEHOC «=PLDQD QXPHUDFML N@PHU- QD QDVWLC(

('<&-$ 1%$=:< .$0(5< ‘HM FLH GR PHQXNDR\HWM\L QD]z\

('<&-% 1$=:<021,725%% ‘HM FLH GR PHQ® RGLWNRIU QD

32=<&-% 26 ‘HM FLH GR PHQX Z NWSRJ\F MGHH 4 QI MWUMHHRM PD M C
Z\ ZLHWODE LQIRUPDFMH WM QDUDD NDPHY\ QDZC

1$=:$ 0$75,; . CFJHQLH :\ CFIHQLH Z\QDHWEDRVRZQLHK\
1$=:$ .$0(5< . CF]JHQLH :\ CF]JHQLH Z)}ZX INDWPBIDQLD Q

1$=:$ 021,725% . CF]JHQLH :\ CF]HQL ) Z}ZX LAR\QQ VRILID

'$7$ , &=%$6 . CF]JHQLH :\ CF]JHQLHWA\ [ZEHMWXD QLD GD
1$=:% )81.&-, . CF]JHQLH :\ CF]HQLHQD\ Z Il ¥ @/NOMQLL D

$/$50< : CF]JHQLH :\ CFJHQLH Z\ ZNBW 0D Q DD WRPX\G K
=$3,6=, :<-'; =DSLVXMH XVWDZLPHILD L Z\FKRG]L ]
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W przypadku gdy zmienimy numerackamer dla krosownicy o ID2 to opisy kamer zmiesi
z CAM001~CAMO032 na CAM033~CAM064

Zmiana numeracji kamer

Mat ID | 01

02

03 | 04

05 [06 |JO7 (08 |09 |10 |11

12

13

14

15

16

Offset | O

32

64 | 96

128 | 160 | 192 | 224 | 256 | 288 | 320

352

384

416

448

480

5.3.1. EDYCJA NAZWY KAMERY

Menu pozwala na wprowadzenie zmian w nazwach kameerstandardowych np..CAMO0Ol1 na
dowolne przyjazne dla ytkownika np.. STACJA, DVR1

15 1XPHU ZHM FLD ZLGHR
1$=:9% 1D]ZD NDPHU\ :HMG< GR SRGPRWQXZDEPBEWRZD
]OQDNpZ =QDF]JQLNLHP JPLHQLDQHJR ]JQDN|X MHVW
'2 7< 8 '2 35=2'8 =PLDQD NROHMQWXPYWRRQa] NPPHa 3
a 3 a
=$3,6=, :<- =DSLVXMH XVWDZPH®Q@IXD L Z\FKRG]L ]
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5.3.2. EDYCJA NAZWY MONITORA

Menu pozwala na wprowadzenie zmian w nazwach mapnitcz standardowych np..MONOO1 na
dowolne przyjazne dla ytkownika.

15 I1XPHU PRQLWRUD

1$=:9% 1D]ZD PRQLWRUD :HMG< GRZPEGPDIZX DED NG\ W I
]QDNpuZ =QDF]QLNLHP JPLHQLDQ®IJR-]QDNX MHYV

=$3,6=, :<-'; =DSLVXMH XVWDZPHQ@IXD L Z\FKRG]L ]

5.3.3. POZYCJA OSD

Menu pozwala na ustawienie pozycji na ekranie dkst puj cych opiséw: czas i data, opis monitora,
opis krosownicy, opis kamery, opis wykonywanychktjnoraz komunikatow alarmowych. Wyboru
pozycji dokonuje sijoystickiem. Zatwierdzenie pozycji naptije po wcini ciu klawisza SET.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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5.4. DATA | CZAS

W tym menu mamy mdiwo ustawienia daty i czasu systemowego oraz wistlania ich
w ro nych formatach.

)2508$7 '$7< =PLDQD IRUPDWX GDWA $6,$ 86% (85
)250$7 &=$68 =PLDQD IRUPDWX F]DVX +  +

52. (G\FMD ZDUWR FL § SUIJHNDWEHQUE]MALHWEFNDL\] ¢
0,(6,£F& (G\FMD ZDUWR FL § S D] HNDWZAHHQLGH HVCRAN WJIOFDNZ LV ]
= ( (G\FMD ZDUWR FL § SU]JHNDWRZH 6 UK NHRAVIWNENDZ LV]
¥2'=1$ (G\FMD ZDUWR FL § SU]HNDWRZH® UK NRAVHV NIPNDIZ L V]
$0 30 (G\FMD ZDUWR FL § SUJHNUUFHQLH MR\VWLEND
0,187< (G\FMD ZDUWR FL § SU]HNUNZFLHQLG] HARL M LGFINDL V ]
6(.81'< (G\FMD ZDUWR FL § SU]HNWDIFZICHHGYHRQY W IN{NDZ L V|
=$3,6= , :<-'; =DSLVXMH XVWDZLAHILD L Z\FKRG]L ]
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5.5. PORT

Menu to s uy do konfiguracji portéw i ich funkcjonalnoi. Z tego menu wchodzimy do podmenu
KONFIGURACJA MASTER MATRIX w ktérym ustawia sitryb pracy systemu krosownic
ROWOLEG Y lub MASTER SLAVE.

3257 . %" 7U\E SUDF\ SRUWX . %' */8%67B%/%' O
*/2%%$/1$ . %' Z WU\ELH ORFDO PDWUL]J
0%$*,675%$/$ Z WU\ELH SUDF\ PDVWHU VODYH
3257 . %" 7U\E SUDF\ SRUWX . %' =$21%$/1% . %"
/12.$1% .%' Z WU\ELH SUDF\ ORFDO PDWUL]
=$'1$ Z NURVRZQLF\ VODYH
3257 "20( 7U\E SUDF\ SRUWX '20( 56 56
3257 56 7U\E SUDF\ SRUWX 56 '(1 3& $6&,, =%
3257 (;7 7U\E SUDF\ SRUWX (;7 '95 .%' =%$'(1
%' WU\E GRVWUSQ\ QD NURVRZ QXL FP\DF/DWHNMH Y @ DSYRH C F-
=$-U72 E . %' &]DV SR NWpU\P LQ @HX>\NODZZOMNX ULOR>H $UJHMCI
QDG W\P VDP\P XU]CG]JHQLHP PRQLWRUHP a [VHN
2'3 .$0(5< &]DV RGSRZLHG]L GOD SRUWX '20( a
=$3,6=, :<- =DSLVXMH XVWDZPHQ@IXD L Z\FKRG]L ]
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5.5.1. KONFIGURACJA MASTER MATRIX

W tym menu ustawiamy tryb pracy krosownicy, wyszekuy krosownice SLAVE oraz
konfigurujemy wejcia krosownicy MASTER.

Krosownica w trybie ROWNOLEG YM

Krosowoa w trybie MASTER-SLAVE

Przed konfiguracjprzestaw krosownice w tryb MASTER SLAVE, a ngstie wyszukaj
krosownice SLAVE i zapisz ustawienia. Nastie wejd do menu 'KONFIGURACJA WEJ
VIDEO-MASTER i przypisz wejcia wideo w krosownicy MASTER.

75<% 32 £&=(1,%

\EpU WUVEX SRFECFJHQLD NURVRZQL

/2&$/ 0$75,; Z SU]\SDGNX SR CF]HQLD UuzQROHJ H.
0$67(5 6/$9( «Z SUJ\SDGNX SR CFJHQLD PPVWHU VC

1<6=8.,:%1,(
6/$9( 0%75,;

\V]XNLZDQLH NURVRZQLF 6/$9( $BERMWU OPIORPLE WC
QDMSLHUZ JPLQLHE WU\E SUDF\ ZmB67(5 §/$9( L ]D

12 E 6/%9(

‘\ ZLHWOD LOR E a 9(NURWREBREH/$XQ
VWUSQD W\ONR Z NURVRZQLF\ 0$67(5

NFMD GR

=1$/(=,21( 6/$9(

‘\ ZLHWOD ,' |HVNDRRZDRBFKINUR )IXQYNFMD

GRVWUSQD W\ONR Z NURVRZQLF\ 0$67(5

.21),*85%$&-% (-
9,'(2 0$67(5

E

‘HM FLH GR SRGPHQX Z NWpU\P XVWDZHR
NURVRZQLF\ 0$67(5 )XQNFMD GRVWBSQD
0$67(5

LU SU]\S
W\ONR Z

=$3,6=, :<-';

=DSLVXMH XVWDZLHQLD L Z\FKRG]L ] PHQ
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5.5.2. KONFIGURACJA WEJ  VIDEO-MASTER

Menu do konfiguracji wej wideo krosownicy MASTER

$872.21),*85%$&-$ $XWRPDW\F]QH SUZLSIHAD Q NWRYWRIZDLF 4/$9(

(- ‘HM FLD ZLGHR QD NURVRZQLF\ 0$67(5

3UJ\SLVDQLH NURVRZQLF\ GR ZHM E PRQLWRURZ\Fk
0$75,; $E\ HG\WRZDE SROD ZSLV] ,' SU]E S\RPRFL DRIV W L F N
QXPHU\F]QHM L IDWZLHUG< NODZLV]HP 6(]

=$3,6=, :<-'; =DSLVXMH XVWDZILARUDFM@LEFMXAKRGRP] PHQX

Autokonfiguracja wej wideo odbywa si w chwili wyszukiwania krosownic SLAVE. Menu to
pozwala na edycje przypisania weyvideo. W przypadku skonfigurowania pe nego systemu
MASTER-SLAVE (4 krosownice slave) do kdego z monitoréw w krosownicy MASTER przypisane

s wej cia wideo zgodnie z porsz tabel. W trybie MASTER SLAVE funkcje przeczania jak PR-
EV/INEXT/SEKWENCJA dostpne zgodnie z ponsza tabel.

021

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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5.6. FUNKCJE
Menu pozwala na konfiguracje funkcji jakie nma zaprogramowaw krosownicy.

*583< ‘HM FLH GR PHQX SURJUDPRZDQLD JUXS
6(.:(1&-( ‘HM FLH GR PHQX SURJUDRRZDQLD VHNZHQFM
0$.52 ‘HM FLH GR PHQX SURJUDPRZDQLD PDNU
+$50212*5%$0 )81.&-| ‘HM FLH GR PHQXDSKBUPBRRIADOQDEPX IXQNFML
=$3,6=, :<-'; =DSLVXMH XVWDZPHQ@IXD L Z\FKRG]L ]

5.6.1. GRUPY

Menu pozwala ustawigrupy (widoki) sk adajce si z 6semek przyporgdkowanych kamer do
monitorow. Funkcja pozwala na bardzo szybkie przanie widokéw ca ych grup kamer zamych
z kamer pod czonych do ronych krosownic.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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*53 .RQILIXUDFMD JUXS NDPHU QXPHUBX]HEXHLODQQH
>\ ]DSLVDE NRQILJXUDFMU

021 ‘\M FLH PRQLWRURZH a

0$7 8VWDZLHQLH ," NURVRZQLF\ 7 INGMRIHB\FMM B V6 R\D\I
PR>OLZD MHVW W\ONR Z NURVRZQLF\ 0$67(5

(- :HM FLH ZLGHR NURVRZQLF\ a

=$3,6= =DSLVDQLH ELH>CFHM LNDRQE! LOIXRIDEFEXN ) BN @ DFE
]JDSLVDE NRQILIJXUDFMU

=$3,6= <- =DSLVXMH XVWDZPHQIXD L Z\FKRG]L ]

5.6.2. SEKWENCJE

Menu pozwala na zaprogramowanie sekwencji grugékwencji kamer.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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6(.: .RQILIXUDFMD VHNZHQFML Q@XPHIX WG NEHRG®L
QDOH>\ |IDSLVDE NRQILIXUDFMU
75<% 7U\E SUDF\ VHNZHQFML *UXSRZH 3RMHG\ F]H
15 .URN VHNZHQFML a
0$7 1XPHU NURVRZQLF\ ] NWpUBM RS RKQRNGIM OV GIR\DW
QD W\ONR QD NURVRZQLF\ 0$67(5
180 © WU\ELH 32-('< &=( :\EpU ZHM FIINDRGREQ L\
R, ] NROXPQ\ 0%$7
: WU\ELH *5832:( :\EpU QXPHUX JUXSY] NURVRZQ
NROXPQ\ 0$7
&=%$6 &]DV Z\ ZLHWODQLD NDPHU\ a VHN
'2 7< 8 '2 35=2'8 =PLDQ D NURNX QB Q@NWMDEGRWBWDOE\ 32-('< &=(
3 a 3 a 3 a 3 a
=$3,6= =DSLVDQLH ELH>CFHM LNDRI LOXRIDEF X IV B[N PHHE F®
QDOH>\ |DSLVDE NRQILIJXUDFMU
=$3,6=, :<-"; =DSLVXMH XVWDZPHQIXD L Z\FKRG]L ]
5.6.3. MAKRO
Menu pozwala na konfiguracje makr ktore npeie mona wywoywa manualnie lub

z harmonogramu. Makro jest to sekwencja komendekr wykonywane w zaprogramowanych

odst pach czasu.
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0.5 1XPHU PDNUD a 3UJHG ]PLD QO @XPH]D¥ [PVDINEU D
NRQILIXUDFMU

15 .URN PDNUD a

.0 .RPHQGD GR Z\NRQDQLD 6:7 BIBH QU VIH\G H R
6&$1 DXWR VNDQRZDQLH 7285 WRXU 3751 SDWW

180 1XPHU IXQNFML NWpUD PD E\ELE\GIROWQDN PX Q MR\
PHQGC 6:7 SU]H CF]

0$7 ,' NURVRZQLF\ NWPUHM GRMWRMD BRRMW & S{Q D DV \JXX
NURVRZQLF\ 0$67(5

(- ‘HM FLH ZLGHR NWHUHJR GRYNFIMIN GRNV\WPEQD WX
] NRPHQGC 6:7 SU]H CF]

021 \EQU PRQLWRUD GRW\F]\ NURN PDNUD

&=$6 &]DV Z\NRQ\ZDQLD NURNX PDNUD a VHF

'2 7< 8 '2 35=2'8 =PLDQD NURNX PD8UDa3 3a a 3 a

=$3,6= =DSLVDQLH ELH>CFHNN INRIQLQXPBE X LP B[N UHG ]
QDOH>\ ]DSLVDE NRQILIJXUDFMU

=$3,6= , :<-'; =DSLVXMH XVWDZLHQLD L Z\FKRG]L ]

Kontrolowanie wielu monitoréw i kamer za pomaunakr.

Tylko nieu ywane monitory i kamery mogby sterowane przez makra. &8 ktéra z kamer lub
monitorow jest uywana przez innego ytkownika na ekranie pojawi snapis ‘Urz dzenie zajte’

Czas w komendach makr

Je li ostatnia komenda makra dotyczy kamery to kanbedzie ] wykonywa a cigle.

Czas wykonania komendy jest bezwzlyly tzn. kolejna komenda makra zostanie wykonana po

zadeklarowanym czasie. & wywo ywana funkcja kamery wymaga czasu to nalgo dobra w
taki sposob aby kamera mog auko czy .

Powrdét do makra z trybu alarmowego

Je eli nadejdzie alarm w czasie wykonywania makrarttss&wnica zawiesi wykonywanie makra. Po
zresetowaniu alarmow makro zostanie przywroconeprdypadku gdy makro nie zawiera komend
SWT to przywrécenie wykonywania makra neeachowywasi nienormalnie.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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5.6.4 HARMONOGRAM FUNKCJI

Harmonogram pozwala na zaprogramowania wykonare&wencji, grupy, makra o konkretnej
godzinie, dacie lub jako zdarzenie cykliczne.

+$50212*5%0

1XPHU KDUPRQRJUDPX LRQC QNPH® XP

=DSLVXMH XVWDZIRHXPD L Z\FKRG]L ]
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KDUPRQRJUDPX QDOH>\ |[DSLVDE NRQILIJXUDFMU
. E&=21< . CF]DQLH :\ CF]DQLH KDUPRQRJUDPX
75<% 7U\E KDUPRQRJUDPX '=,(11< 7%283%52:< ('
35,25<7(7 3ULRU\WHW KDUPRQRBUDPPK|D @DMZA>W]\
&=%6 &]DV UR]SRFJUFLD Z\NRQDQUPKXWUPRQRJIYDPX IF
= ( 'ILH UR]JSRF]JUFLD Z\NRQDQLD KDUPRQRJUDPX
'$79% 'DWD UR]JSRFJUFLD Z\NRQDQUPEWUW RQRJIUDPX IR
)81.&-$ L 021,725 )XQNFMD MDNC PBJUNRQDENZHOFR® JYXSD P
ORQLWRU QD NWpU\P JRVWDQLH Z\NRQDQ\ KDUPRQF
=$3,6= =DSLVDQLH ELH>CFHN INRIQOLIXPBBEMXML 3UJHG ]
KDUPRQRJUDPX QDOH>\ |DSLVDE NRQILIJXUDFMO
=$3,6=, :<-";
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5.7. ALARMY

Menu pozwala na konfiguracje alarmow oraz reakggiesmu na alarmy typu utrata sygna u, wig
alarmowe, przerwa w magistralicz cej system.

<- &,$ 35=(.$;1,.2:( ‘HM FLH GR PHQXF MERSU]HXD<QLNuZ

(- &,% $/$502:( ‘HM FLH GR PHQXC KRN I IXQDERR Z\F K

(- &,% $/$502:( .$0(5 ‘HM FLH GR PMQXDFMRQDODUPuZ | NDPHU

$/$50< 6<67(02:( ‘HM FLH GR PHQX DPRRQPLIZXVDFAWICP R Z\F

S

$/$50< = 6/$9( 0%75,; ‘HM FLH GR RIDEXC NROQDWUIPUZ ] NURVRZQLF

QX GRVWUSQH W\ONR Z NURVRZQLF\ 0$67(5

+,6725,% $/$50-: HM FLH GR ORJuZ DODUPMZ

Tt

‘\FKRG]L ] PHQX GR PHQX QDGU]JUGQHJIR
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5.7.1. WYJ CIA ALARMOWE

Menu to pozwala na zaprogramowanie dzia ania wyizekanikowych.

) ) ) Z\M FLH SU]JHND<QLNRZH ) Z\M FLH |7

75<% 7U\E SUDF\ SUJHND<QLND
=$75= Z CF]DQ\ Z\ CF]DQ\ QD ]DVDG]LH ]QWU]DVN:
5(&=1< DNW\ZRZDQ\ JG\ NODZLV] MHVW WU]\PDQ\

020(17 DNW\ZRZDQ\ SU]JH] FKZLOU JGA] QDFL QLHP\

67%1 6WDQ DNW\ZQ\ Z\M FLD ) Z\VRNL QLVNL

=$3,6=, :<-'; =DSLVXMH XVWDZPHQ@IXD L Z\FKRG]L ]

5.7.2. WEJ CIA ALARMOWE

Menu to pozwala na zaprogramowanie reakcji systamnap ywajce sygnay z wej alarmowych
krosownicy. Jeeli zostanie wywo any alarm tego typu na ekranigawosi napis E’ (external)
i numer wejcia, ktére wywo a o alarm.
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15 1XPHU ZHM FLD DODUPRZHJR a

35, 8VWDZLD SULRU\WHW UHDMEMH D\WDMHRX| QD @D S
FID QDMZLUNV]\

021 ORQLWRU QD NWpU\P EUG]LEH Z\ ZLHWOR{\ DODUF

(- ‘HM FLH ZLGHR NWuUH EUGPIGHEN FZLX\WORQRAXSR Q

( 7U\E ZHM FLD DODUPRZHJR 12 1&

i< 8VWDZLD UHDNFMH Z\M E SUJBINDKQINRZAJ ) 5H
)y ) i<l

6. &]DV SRGWU]J\PDQLD DODUPX a VHN

‘< 8VWDZLD F]DV Z\ ZLHWODQLDUPSDGRX ZL|MBNX Z S

DODUPRZ\FK

'2 35=2'8 '2 7< 8 =PLDQD VWURQ ] ®O0DuUPD&PL 3

=$3,6=, :<-'; =DSLVXMH XVWDZIRHXPDD L Z\FKRG]L ]

5.7.3. WEJ CIA ALARMOWE KAMER

Menu to pozwala na zaprogramowanie reakcji systeamap ywajce sygna y alarmowe z kamer.

Jeeli zostanie wywo any alarm tego typu na ekraniejapd si  napis D’ (device)
i numer kana u, ktéry wywo a alarm.
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(- 1XPHU ZHM FLD DODUPRZHJR a

35, 8VWDZLD SULRU\WHW UHDMEMH D\O/DMHRPX| QD QD!
R]QDF]D QDMZLUNV]\

021 ORQLWRU QD NWupU\P EUG]LHE Z\ ZLHWORQ\ DODU

: CF]JHQLH Z\ CF]JHQLH DODUPpZ ] NDPHU\

< 8VWDZLD UHDNFMH Z\M E SUJBINDKQANRZAR$ ) 5|
) ) </

6(. &]DV SRWU]J\PDQLD DODUPX a VHN

< '\ ZLHWODQLH DODUPuZ ] NDPHU :</ :/

'2 35=2'8 '2 7< 8 =PLDQD VWURQ ] DODUPDPL

3 a 3 a 3 a 3 a

=$3,6=, :<-'; =DSLVXMH XVWDZPHQIXD L Z\FKRG]L ]

5.7.4. ALARMY SYSTEMOWE

Menu pozwala zdefiniowaustawienia globalne reakcji systemu na komunikstywaj ce do
systemu zwizane z utrat wideo, przerwach na magistralicz cej krosownice, przerwach
w magistrali PTZ.

Reakcj na zaistnia e alarmy jest wyietlenie nastpuj cych komunikatow na monitorze.

V + numer kana u —w przypadku zaniku sygna u wideo
C + numer kamery —w przypadku przerwy na magistrali PTZ
N + ID krosownicy —w przypadku przerw na magistralcz cej krosownice

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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5.7.5. ALARMY Z SLAVE MATRIX

Menu pozwala zdefiniowareakcj systemu na alarmy przychode z krosownic SLAVE. Menu
jest dostpne tylko w krosownicy MASTER. W przypadku naaég alarmu z krosownicy SLAVE
na ekranie pojawi silitera ‘B’ (Branch)i numerlD krosownicySLAVE.
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5.7.6. HISTORIA ALARMOW

Menu pozwala na przeglanie ostatnich 120 logéw z alarméw.

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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5.8. SYSTEM

Menu pozwala na mizy innymi przywrécenie ustawidabrycznych, wyboru wersji gykowej,
zmian has a do krosownicy, kopiowanie ustawi@amery.
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5.8.1. EDYCJA HAS A

Menu s uy do zmiany has a krosownicy. Maksymalna d ugeas a 6 znakow.
Po wprowadzeniu nhowego has o zostaniemy poproszggo powtdérzenie. Standardowym has em
krosownicy jest ‘55555’

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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5.8.2. KOPIOWANIE USTAWIE KAMERY

Menu pozwala na kopiowanie ustawieamery. Funkcja dzia a jedynie z protoko em NoQus
Dost pne s dwa banki pamii do przechowywania konfiguracji kamer.

"% \EpU EDQNX SDPLUFL

:\EpU ," NDPHU\ GR ]JUDQLD NRQILJXUDFMI
'$73% 'DWD XWZRUJHQLD NRSLL NRQILIXUDFML
.23,8- '$1( = .$0(5< .RSLXMH NRQILUXUDFMU ] NDPH
*5$- '$1( '2 .$0(5< :JU\ZD NRQILIJXUDWFMU GR NDPH
'<&=< E "$1( .DVXMH |DSDPLUWDQC NRQILIJXUDFMH
<t \FKRG]L ] PHQX

5.8.3. INFORMACJA O SYSTEMIE

W menu tym moemy uzyska informacje o modelu krosownicy oraz wersji sjpuzi oprogramowania.
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6. POD ACZENIE KLAWIATURY NV-KBD 70 DO KROSOWNICY N V-MTX328
Aby pod czy klawiatur do krosownicy powinnimy postpowa w nastpuj cy sposoéb:

1. Pod cz kabel RS-485 pomilzy zacisku portu KBD1 krosownicy a portem DOMEéawdatury.
2.  Konfiguracja klawiatury do wspo pracy z krosowni

a) W cz klawiatur

b) Wpisz has o administratora 9999

c) Wejd do menu klawiatury wciskag kombinacj CTRL+MENU

Aby przechodzi po kolejnych pozycjach menuyj Joysticka (géra/dé )
Aby do menu uyj Joysticka (w prawo)
Aby zmieni warto przekr Joystick

$%!
&!
( #)

*+#,

d) Ustaw naspuj ce parametry w menu NETWORK

.0 2 -
11 *$ 11 03
11 *$ 11 1
0. *$ 0. 1

3. Powprowadzeniu i zapisaniu powyych ustawie klawiatura zrestartuje si
4. Podczas automatycznego uruchamiania zaczniewkiyga krosownice.
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5.  Po wpisaniu has a administrator@999 wy wietli si tylko zegar.

Menu Kklawiatury zmienia sidynamicznie w zaleno ci od aktualnej konfiguracji. W przypadku
ustawienia klawiatury do pracy w krosownimenu g éwne klawiatury zawa si do nastpuj cych

pozyciji.

"0 !
$  #)
5.6
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Ustawienie klawiatury SLAVE
uywa klawiatury SLAVE powinien ustawi klawiatur

Aby u ytkownik modg
W nastpuj cy sposob

oraz w menu Set Slave Kbd

MASTER

# T
#T
v

Set Slave Kbd
144

1. Slave KBD

ON: W czadost p klawiatury Slave do urz dze pod czonych do kla-
wiatury Master

2. Slave KBD Unit

Wej cie do podmenu ustawie klawiatury Slave.

Save and exit

Zapisuje i wychodzi z menu

Slave KBD UNIT

Menu pozwala na zdefiniowanie ile SLAVE jest padonych do klawiatury MASTER
Aby zadeklarowapod czenie SLAVE naley ustawi opcj w menu ngON

#1144
#1144
#1144

A

Slave KBD Unit

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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7. KONFIGURACJA KROSOWNICY SLAVE
Sprawd czy klawiatura MASTER posiada ngstij ce ustawienia.

1. Prze cznik DIP S1 pozycja 8 maFF
2. Sprawd ustawia w menu Slave KBD

Network CBet Slave KBD CBlave KBD : ON
Network Cset Slave KBD (Blave KBD Unit: ON (DLA WYBRANEGO ID KLAWIATURY SLAVE)

Sprawd ustawienia klawiatury SLAVE

1. Prze cznik DIP S1 pozycja 8 n@aN

2. Po poprawnym podczeniu klawiatury i podczeniu jej powinnimy zobaczy nastpuj ce
menu

Ver x.x Slavel

Password : xxxx

ID klawiatury 1 standardowe has o administrat@®89u ytkownika1111

Taki ekran oznaczeae, klawiatura SLAVE nie ma paczenia z MASTER.

Not connected
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7.1. Main Menu
Podobnie jak w przypadku klawiatury MASTER menwkktury SLAVE jest kontekstowe zalg od
wybranego trybu pracy klawiatury.

1. Device : Normal | Normal: praca bez krosownicy.
Matrix : praca z krosownica.
2. Configuration Wej cie do menu konfiguraciji takich rzeczy jak has a administratora, u ytkownika
3. Network Wej cie do menu konfiguracji portow klawiatury
4.LCD Wej cie do menu konfiguracji LCD
5. Alarm Wej cie do menu konfiguracji alarmow klawiatury.
6. Initialization Przywrdcenie ustawie fabrycznych
Save and Exit Zapisuje i wychodzi z menu

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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8. OBS UGA KROSOWNICY ZA POMOC  KLAWIATURY NV-KBD 70

Po pod czeniu klawiatury do zasilania klawiatura zaczyngsxukiwa krosownice. Zakres
skanowania to 1~16.

Po przeskanowaniu i odnalezieniu krosownic pojawb&no logowania.

Po zalogowaniu sina ekranie klawiatury wyvietla si jedynie zegar systemowy.

8.1. Wybor krosownicy

Aby wybra krosownic ktdr chcemy zaradza wybieramy ID krosownicy (klawisz numeryczny)
a nastpnie MAT

Nr + MAT

Jeeli chcemy wyj z trybu zarzdzania krosownic wciskamy klawiszMAT bez wyboru ID
krosownicy.

8.2. Wybo6r monitora
Je eli mamy ju wybran krosownic to nastpnym krokiem jest wybdr monitora na ktérymdaiemy

pracowa. Aby wybra monitor wybieramy z klawiatury numerycznej numeonitora a naspnie
klawiszMON

Nr + MON

Je eli chcemy wyj z trybu zarzdzania krosownicna wybranym monitorze wciskamy klawistON
wyboru numeru monitora

UWAGA
Aby zmieni monitor konieczne jest wygie z trybu zarzdzania urzdzeniemDVR, CAM

Wszelkie prawa zastrze one © NOVUS Security Sp. z 0.0.
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8.3. Wybor urz dzenia

Aby wybra urz dzenie naley wybra Nr + CAM w przypadku wyboru kamery luNr + DVR
w przypadku wyboru rejestratora. Zanim zaczniengyasta urz dzeniami naley upewni si czy
krosownica jest skonfigurowana do ich sterowariver{u KAMERA w krosownicy).

Je eli nie mamy skonfigurowanych kamer w menu KAMER#A@ czanie pomidzy wejciami
wideo odbywa siklawiszamiPREV, NEXT lub wybieraj c Nr + MAIN.

Po wybraniu kombinacjNr + CAM na ekranie LCD klawiatury otrzymamy

Po wybraniu kombinacjNr + DVR na ekranie LCD klawiatury otrzymamy

180

Je eli chcemy wyj z trybu sterowania wciskamy tylko klawi€AM lub DVR

8.4. Wej cie do Menu krosownicy

Aby do menu krosownicy nalg wcisn  kombinacje klawiszyC TRL + MENU (MACRO)

Litera M w pierwszej linii oznaczae, na monitorze pierwszym wyietla si menu krosownicy
pierwszej
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8.5. Komunikaty, ALARMY

Pojawienie si takiego napisu na ekranie klawiatury informuje 2 --144 9
nas o przerwie w transmisji pondzy krosownica i klawiatut
Wci ni cie klawisza OFF powoduje wyczenia brzczyka.

Pojawienie si takiego komunikatu oznacza aktywowany alarm 4
w krosownicy o wywietlanym ID. Wcini cie klawisza |
SEL powoduje wy czenia alarmu.

Aby skasowa napisy alarméw na ekranie nayevcisn  klawiszLATCH

Aby sterowa r cznie wyj ciami alarmowymi naley odpowiednie klawisg1l lub F2

8.6. Wykonywanie funkcji— GRUPA, SEKWENCJA, MAKRO

Aby wykona funkcj naley wybra krosownic, monitor, a naspnie wywo a odpowiednie
polecenie zgodnie ze sk admumer funkcji ( 1~80) + funkcja. Jeli klawiatura jest w trybie
sterowania DVR lub kamemnale y najpierw wyj z tego trybu.

Nr + GROUP - wywo anie grupy npl + MAT, 1 + MON, 1 + GROUP

Nr + MACRO - wywo anie makra ndl + MAT, 1 + MON, 1 + MACRO (MENU)

Nr + SEQ - wywo anie sekwencji nd + MAT, 1 + MON, 1 + SEQ
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Tabela klawiszy wykorzystywanych do sterowania &vasic .

Klawisz Opis
Matrix Selection MAT Wybor krosownicy. (np. 1 + MAT).
Nast pn Wy wietla nast pn kamer .
pny NEXT y P
Poprzedni Wy wietla poprzedni kamer .
P PREV y Pop
F1 F1 Sterowanie wej ciem przeka nikowym.
F2 2 Sterowanie wej ciem przeka nikowym.
Sto Zatrzymuje wykonywana funkcje.
p sTOP ymuje wykonyw J
Makro Wywo uje makro o podanym numerze.
Nr + MACRO
MENU Wci ni te razem klawiszem CTRL powoduje wej cie do menu.
MACRO
Alarm Wy cza alarmy.
Sekwencja Sekwencja.
Latch Alarm latch ON/OFF
LATCH
. Wybér kamery ktérym chcemy zarz dza .
Wybér kamery Np (np, 1 + CAM)
. Wybdér rejestratora ktérym chcemy zarz dza .
Wybér DVR Nr 4 (np, 1 + DVR)
Pe en ekran Wy wietla wybrana kamer na pe en ekran.
Nr +
Grupa Uruchamia wybrana grup .
Nr + GROUP
Zapisz Zaznacz pod wietlony element aby zapisa ustawienie.
P Zatwierdza wpisana z klawiatury numerycznej.
Wyb6r monitora Wyboér monitora.
Nr + MON
Ruch kursora Joystick Lewo/prawo/goéra/dé nawigacja po menu.
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